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Whatever the 


SPEED 


Whatever the 


PITCH 


audiodiscs’ 


are your best assurance _ 


of truly fine recording 


and reproduction 


78 rpm 


96 grooves per inch 


45 rpm 


264 grooves per inch 


3314 rpm 


224 grooves per inch 


Un-retouched shadowgraphs, showing Audiodiscs re- 
corded at 78, 45, and 3343 rpm. Magnified 125 times. 


Today, with the trend toward higher and higher fidelity, the quality 
of a recording disc is more important than ever before. The new 
recording and reproducing techniques — slower speeds, finer grooves, 


and feather-weight pick-ups — demand a lacquer coating of truly flaw- 
less perfection. 


Professional recordists everywhere are finding that Audiodiscs meet 
the most exacting requirements for every type of conventional or 
microgroove recording. The automatic machine-coating process, the 
selection and blending of lacquer ingredients, the tireless testing — 
from raw materials to finished Audiodiscs— are your assurance of 
matchless quality. And for the finest results, it pays to cut Audiodiscs 
with precision-matched Audiopoints — now available for microgroove 
as well as conventional recording and playback applications. 


*Reg. U.S. Pat. Off. 
Audiodiscs are manufactured in the U.S.A. under exclusive license from PYRAL, S.A.R.L., Paris 


Audio. Devices, Inc., 444 Madison Ave., N. Y. C. 


Export Dept: Rocke International, 13 East 40th Street, New York 16, N.Y. 
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COVER 


Part of NBC Daylight Saving rebroadcast installation recently completed at Chicago, 

showing four of the eight panel-mounted RCA magnetic tape recorders with their 

associated amplifiers and control equipment. Remaining four recorders are mounted 
on three identical racks to the right of the reel storage shelves. 
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DISK RECORDER 


For Lip Synchronous 


STANDARD AND MICROGROOVE 
RECORDING 


FAIRCHILD STUDIO RECORDER, UNIT 523 


Continuous variation of pitch from 80 to over 500 lines per 
inch. 


Instant variation of pitch with only one feed screw and the 
Fairchild precision selector. 


Ability to change pitch while in operation increases dy- 
namic range. 


Visible armature in the Fairchild cutterhead permits easy 
and accurate alignment for high recording level—without distortion. 


Absolute synchronism for use with sound on film dubbing. 


Velvet smooth direct to center turntable gear drive—elim- 
inates slippage, musical pitch change and insures positive timing of 
program material. 


Laboratory quality microscope with adjustable light for 
visual examination of the groove side walls. 


Vernier control of depth and angle of cut—adjustable during 
recording. 


Precision recording—simplified operation. 


Above are some of the features that are responsible 


Ce Peace of the Fairchild 
tudio Recorder. Designed for continuous duty, the rN 
Fairchild Unit 523 offers the utmost in ieriene EQUIPMEN 
flexibility for recording Standard NAB or MICRO- 
GROOVE pitch instantaneous transcriptions and 
masters. One lathe, one feed screw, one drive, one 
unit — FAIRCHILD. 


4 


SOUND 


The Fairchild Recording Equipment Corporation also manufactures a com- 


plete line of audio equipment for recording installations. Write to us 
about your specific requirements and for complete details about UNIT 523. 


RECORDING EQUIPMENT CORPORATION 


154TH STREET AND 7TH AVENUE, WHITESTONE, 1 CNS Ys 
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— Letters — 


Comments on 45 Report 
Sir: 

| have read with great interest the article 
“Characteristics of the New 45 rpm Record” 
by “Stylus”, in the March issue of AUDIO 
I. NGINEERING. 

| believe that two statements in this in- 
teresting article are inaccurate and should 
be corrected. 

First, the author states, in referring to 
the changing cycle, that due to the time 
needed to play the lead-out and lead-in 
erooves, observers have checked the total 
elapsed time at 3 to 4 seconds. Since we 
are here obviously comparing the. X record 
with the Columbia LP, I think it is reason- 
able to count as elapsed time between re- 
cords, the entire period of time taken from 
note to note. In other words, from the cessa- 
tion of music on one record to the commence- 
ment of music on the next. If this is done, it 
will be found that the average time is not 
3 to 4 seconds but nearer 8 seconds and 
occasionally as much as 12 seconds. Ob- 
viously, this is no better than has already 
been achieved in ordinary drop-type mech- 
anism changers. In point of fact, it is some- 
what slower. 

The second point which deserves con- 
sideration is that the author has stated that 
a comparison between LP and X is valid 
only if one studies nominally similar discs, 
that is 7” against 7”, and that the unwary 
have compared 7” RCA with 12” Columbia 
which the author considers incorrect as they 
fall in entirely different price ranges and fit 
different markets. This, I believe, is all 
wrong. It is perfectly proper to compare the 
RCA 7” with the Columbia 12” because both 
these companies will be releasing identical 
music on the two types. In other words, if 
both should issue a new recording, for ex- 
ample, of Beethoven’s Fifth, Columbia 
should do so on 12” dise and RCA should 
do so on 7” discs. Consequently, it is cor- 
rect and proper to compare these two. Elim- 
inating pop records from consideration, the 
comparison is perfectly valid. 

I believe that these comments regarding 
the two points mentioned above, should be 
taken into account in any over-all consid- 
eration of the two new-type records. 


Leonard Carduner 
Garrard Sales Corp. 
315 Broadway 

New York 7, N. Y. 


Comments on Comments 
Db 

In their ivory towers of perfectionism, 
Aupio ENGINEERING readers share one fault: 
They forget all about the earthy problems 
of keeping an industry solvent. | was there- 
fore very happy to find that Mr. Carduner 
inadvertently had answered his own objec- 
tion—*“Eliminating pop records from con- 
sideration”. How can you eliminate 80% 
of the record market from consideration? 
The symphonic record market is a mere ex- 
crescence, a wart on the surface of the re- 
cord field, a relatively unprofitable scar that 
survives only as a by-product. Record pro- 
cessing and pressing facilities are supported 


[Continued on page 41] 
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RADIO TUBES; CATHODE RAY TUBES; ELECTRONIC 


~ AUDIO ENGINEERING ® MAY, 1949 


IN A RADIO SET 


Co YOu’ ¢ 


Sylvania’s four tiny new 
tubes hold the answer 


The miniature radio set shown here is an 
example of what can be done through the use 
of Sylvania’s new subminiature tubes. 


These specially designed and engineered 
T-3 subminiatures are battery-type receiving 
tubes perfect for very small radios or 
amplifiers. Short tube leads provided in 
conventional pin arrangement permit these 
tubes to be plugged into appropriate sub- 
miniature sockets. They can be operated 
over a wide range of battery voltages. Low 
current requirements result in battery 
economy. 


Send for complete ratings and characteristics. 
Sylvania Electric Products Inc., Advertising 
Dept., R-1405, 500 Fifth Ave., New York 18, N.Y. 


Type 176 Type 1E8 Type 1AC5 
(diode (converter) (output 
pentode) pentode) 


Four new Syl- 
vania subminia- 
tures shown in 
place in tiny ra- 
dio set. Note size 
in relation to 
pencil, 


Type 1AD5 
(RF pentode) 


SYLVANIAV ELECTRIC 


z 


DEVICES; FLUORESCENT LAMPS, FIXTURES, WIRING DEVICES, SIGN TUBING; LIGHT BULBS; PHOTOLAMPS 
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EDITOR'S REPORT 


ONE MORE FALLACY 
T HIS SUBJECT hardly falls into the classification of 


fallacies, but it is one worth some consideration 
by both manufacturers and constructors alike. This 
is the matter of tone control placement. 

The technical person is familiar with the portrayal of 
the audio spectrum on a sheet of conventional graph 
paper which always places the high frequencies at the 
right, lows at the left. The musician—and nearly every 
layman to both arts—is familiar with the piano keyboard, 
with the treble keys at the right, bass keys at the left. 
Yet it is often that an amplifier reaches the market with 
this natural placement reversed, so that it requires an 
unnatural action to vary either control without conscious- 
ly thinking of its location. 

It would seem that some standardization of the place- 
ment of controls is desirable—the selector switch always 
at the left, followed in turn by the low-frequency control. 
the volume control, the high-frequency tone control, and 
finally the power switch. Not that it makes much dif- 
ference, because a user will eventually become accus- 
tomed to control placement, no matter how illogical it 
may seem, but a uniform arrangement deserves some 
mulling over in a world where standardization is becom- 
ing more and more important. 


BOOK DIVISION ACTIVITIES 


The announcement in the March issue regarding the 
plans of the book division attracted considerable interest. 
and it is now definite that the first volume to be published 
will consist primarily of articles which have appeared 
in these pages since the first issue of AUDIO ENGI- 
NEERING made its bow. Many readers will welcome this 
announcement because of the scarcity of back copies. 
and a compilation in one volume will make it possible 
for the audio hobbyist or experimenter to fill out his 
files of reference material. Unfortunately, the first an- 
nouncements. of the magazine went almost entirely to 
engineers and professionals in the audio field—not from 
any desire to restrict its distribution—but mainly because 
experimenters and hobbyists are a nebulous group which 
it was then difficult to reach. Because. of this, many who 
would have been readers from the beginning joined the 
ranks long after the magazine came into being and there- 
fore missed some of the important early articles. The 
subjects to be covered include: amplifiers: phonograph 
reproducing equipment; loudspeakers, dividing networks. 
and enclosures; and residence radio systems. 


CONVENTIONS 


Spring is the season when fancies are reputed to 
turn — and those in our field turn theirs to the con- 
ventions which occur almost weekly during this per- 


iod. Beginning with the massive IRE show in March, 
Spring includes the conventions of the Society of Motion 
Picture Engineers, the National Association of Broadcast- 
ers, and the Acoustical Society of America. The IRE-RMA 
Spring Meeting falls in between, being held this year on 
April 25-27 in Philadelphia. 


Aside from a natural interest in conventions, the prin- 
cipal reason for bringing up the subject is to express a 
wish that the SMPE and the NAB might consider the 
possibility of holding their meetings during different 
weeks. Both were held this year during the week of April 
4, making it a bit difficult to cover both adequately. Of 
course, most of those interested in one are not interested 
in the other, but with the gap between them being nar- 
rowed by television activities, more and more engineers 
are becoming involved in both arts. Apropos of this, the 
SMPE has proposed to its members that the name of the 
society be changed to the Society of Motion Picture and 
Television Engineers. It appears to be a logical forward 
step. 


AUDIO IN TV RECEIVERS 


Many are the complaints heard about the audio quality 
in commercial TV receivers. As long as the picture is seen, 
it may not be so important that sound quality be held to 
an optimum, but radio is to be commended for its realism, 
and particularly for its perspective. When an actor looks 
for a needle in a haystack, you can actually hear the hay 
rustling, for example. In direct comparison with sound 
pictures, radio does a better job of setting the scene with 
sound quality alone. To a large extent, this is under- 
standable, for if the viewer can see the actor in the hay- 
stack, it is perfectly obvious that he is there; in radio 
the illusion must be created entirely by sound. 


The comparison with sound pictures is reasonably valid 
because no one normally attends a movie without watch- 
ing the picture—so the sound and picture complement 
each other. But when TV becomes the principal home 
entertainment medium, many owners will want to hear 
a program while doing something else, and the same care 
should be exercised in program production for TV as it 
is now for radio. And in order to appreciate perspective 
and sound quality, a better audio channel will be needed. 


One reader reports that he made a few simple modifi- 
cations to his TV receiver, and that sound is in all ways 
comparable with that from his FM receiver. But why 
should the set owner have to make these modifications? 
If a four, five, or six inch speaker is not adequate, why 
not use a larger one? Good speakers, good amplifiers, 
and proper speaker placement are all essential in making 
the TV receiver a completely satisfactory replacement for 
the radio receiver. 
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Fig. 1. Eight 6V6 tubes in push-pull-paralle! 
cathode-follower output stage, and two 
paralleled power transformers give this 
amplifier an unusual appearance. Simple 
circuit arrangement provides maximum 


speaker damping. 


A Practical 


Cathode-Follower Audio Amplifier 


W. E. GILSON, M.D.,* and RUSSELL PAVLAT* 


A design which provides high damping for the loudspeaker, resulting in excellent transient response. 


PEAKER damping is a comparatively 
neglected element in the discussion 

of high-quality amplifiers. Specifi- 
ations usually state that the frequen- 
cy response curve can best be drawn 
with a reliable straightedge, and that 
the percentage of distortion is negli- 
gible at a substantial number of BTU’s 
output per second. The absolute flat- 
ness and freedom from distortion so 
obtained are largely of emotional value 
to the designer,.as a slight variation at 
high output cannot be detected except 
by measurement, because the inner ear 
generates up to 50% harmonic distor- 
tion under that condition.) Such an 


*Cilson Medical Electronics, 
4 Franklin Ave., Madison 5, Wis. 


amplifier may sound clean, or it may 
be quite “muddy,” depending on the 
demping. 

Such fine sounding specifications are 
usually accompanied by (sometimes 
accomplished by) the use of large 
amounts of inverse feedback. Thus fair 
damping is usually obtained, particu- 
larly if an excellent output transformer 
is used, or if the feedback is taken 
from the voice coil winding. Except 
in a.very good transformer, there is 
regrettably little relation between the 
wave shapes of the voltages on the 
primary and secondary windings. 

Although in comparable circumstan- 
ces triodes sound somewhat cleaner 
than beam-power tubes to the writers, 


Fig. 2. Underside of amplifier chassis. Note clean, straightforward wiring layout. 


’ 


this is an uncertain subjective judg- 
ment. Many persons interested in audio 
reproduction will, when the proper 
stimulus is applied, inevitably state 
their dogma “Nothing can beat a pair 
of 2A3’s.” One amplifier on the market 
at present, with the modern equivalent 
of the 2A8, sounds definitely muddy, 
largely because of a lack of damping. 
No inverse feedback from the output 
winding is used, and the transformer is 
not of sufficiently high quality to pro- 
vide close coupling between the tubes 
and the voice coil. Thus a good solid 
triode does not inevitably give clean 
reproduction. It can give very good re- 
sults if used in a well designed ampli- 
fier. 

The use of the 6AS7G appears to 
provide some improvement in damping. 
An experimental amplifier using this 
tube, constructed some time ago, sound- 
ed remarkably clean, considering that 
a poor output transformer was used. 
McProud? obtained an impedance of 
72 ohms across the 16-ohm output 
winding, using the 6AS7G in a better 
amplifier with good components. 

Considerably better damping can be 
obtained with a cathode follower ampli- 
fier. This type of audio output circuit 
has seldom been used, probably because 
of the high driving voltage required. 
The present circuit has been developed 
to provide adequate output with an 
economical source of distortion-free 
high driving voltage. The circuit ap- 
pears slightly unconventional, but there 
is a definite reason for all of the de- 
partures from the usual. The amplifier 
is shown in Figs, 1 and 2. 


TO F 
Byes 6X5, Sane + 


Fig. 3. Overall schematic of complete amplifier and 


Driving Voltage 

The driving voltage is obtained by 
using a resistance coupled 6SN7 with 
a plate supply voltage of 700, and a 
plate voltage of 300. The cathode fol- 
lower output requires high current at 
low voltage, and the preamplifier stages 
require low current at low voltage. To 
fulfill these requirements, two SNC 
transformers are used with their high- 


Fig. 4. Frequency response curves at di 


6SN7- #2 
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3% AMP 300 (IOW) 300 (10 W) 


voltage secondariés in parallel. The 
combination is then rated at 350 volts 
each side of the center tap, at 300 ma. 
Two 5-volt and two 6.3-volt windings 
are also available. One of the 6.3-volt 
windings, with its center tap connected 
to ground, is used for the heaters of 
the early amplifier stages and for the 
6X5GT rectifier, which supplies 350 
volts above ground at low power for 


fferent output levels. Note that range 


extends from 4 cps to well over 30 kc. 
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power supply. 


these stages. The two 5-volt -windings 
are used for the two 5U4G rectifiers, 
which are connected in the reverse of 
the usual manner to provide 350 volts 
below ground at high power, for the 
output stage. There is a total differ- 
ence of 700 volts, across which the 
driver stage is operated. The remaining 
6.3-volt winding, which has its center 
tap connected to minus 350, supplies 
the heaters of the driver and output 
stages. 

The bias for the final stage is ob- 
tained from the pulsating d-c voltage 
drop across the 150-ohm filter resistor, 
which voltage would otherwise be wast- 
ed. This is, voltage-divided and filtered 
and gives a 25-volt negative bias which 
is highly stable. 

In order to obtain peak output, it is 
necessary to make the driver and eath- 
ode follower circuit slightly more sen- 
sitive, as the limitation lies in the 
phase-inverter output. . Approximately 
5 per cent regenerative feedback is 
added from cathode to cathode, increas- 
ing peak output and noticeably re- 
dueing peak overall distortion. This 
changes the output impedance imper- 
ceptibly because of the large amount 
of overall degenerative feedback. The 
regenerative circuit may be omitted if 
desired. ; 


[Continued on page 33] 
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Audio Sweep Frequency Generator 


GEORGE A. ARGABRITE* 


Details of a photo-electro-mechanical generator which can be an invaluable 
aid in design and maintenance of amplifiers and associated equipment. 


SWEEP signal in the audio fre- 

quency band has for a long 

time been recognized as an aid 
in the study of the action of wave 
filters, the over-all response of audio 
apparatus, and transient and other 
associated electrical phenomena. 

A few systems have been proposed 
but still fewer have been completed 
for the production of an audio sweep 
signal. The outstanding success of 
the audio sweep generator of Mr. 
Wayne R. Johnson, and of the in- 
strument under discussion, have 
proved the undoubted usefulness of 
this type of device. Mr. Johnson’s 
generator produces a smoother signal 
than the one herein described (see 
Fig. 16). It is entirely electronic, 
somewhat intricate in design, and 
more costly to build. The oscilloscop- 
ic trace of the present instrument is 
shown in Fig. 2. 

For production testing, a number 
of manufacturers are using this au- 
dio sweep generator for final tests on 
recording heads, such as dise, tape, 
and film. A short section of one of 
the mediums on which the record is 
made is recorded and then repro- 
duced with test equipment. This re- 
sulting signal on the oscilloscope is 
indicative of the quality of the piece 
of apparatus under test. 

In testing audio amplifiers, the 
sweep signal is introduced to the 
amplifier and the output is dbserved 
on an oscilloscope. While under test, 
the volume control can be operated; 
noise is evidenced by breaks in the 
pattern on the screen. Linearity of 
the volume control circuit is observed 
by noting the flatness of the response 
with the volume control set at min- 
imum and maximum gains, respec- 
tively (see Figs. 4 & 5). The action 
of tone controls is clearly indicated 
on the screen. Noisy tubes may be 
quickly located when they are vi- 
brated by tapping, the resulting 
sereen picture being highly modu- 
lated by a microphonic tube. 

In production-testing transformers, 
‘the input and output characteristic 
impedances of the transformers are 
simulated with proper resistive net- 


*Chief Engineer, The Trionic Company of 
America, (Clarkstan Corp.) ; 
11927 W. Pico Blvd., Los Angeles, Calif. 


works and the over-all response of 
the transformer, either under load or 
with a minimum 
quickly evaluated on the oscilloscope. 

In the development of filter net- 
works, such as are used for compen- 
sation in film, phonograph and trans- 
cription reproduction, the circuits 
are set up or bread-boarded, and the 
action of the circuit observed on the 
oscilloscope, using the audio sweep 


signal, may be 


Fig. |. The card is a transparency 5" 
in diameter, scanned with a .005"x!/," 
light beam. It is rotated at 600 rpm, 
producing a sweep frequency of from 
40 to 10,000 cps, ten times per sec- 
ond alternating with an unmodulated 
base line. The variable width of the 
base line compensates for photogra- 
phic anomalies so that a mean aver- 
age track density is maintained. 


signal. Changes can be made while 
the pattern is being observed. In 
this manner, much time is saved in 
the development of the corrective 
network. 


. reverberation 


Periodical checks on the over-all 
performance of radio stations are 
necessary procedures. At the micro- 
phone input, in a typical radio, sta- 
tion, the audio sweep signal may be 
introduced and the modulated car- 
rier picked up by an external or 
isolated test radio receiver. The ob- 
served signal on the oscilloscope 
from this receiver quickly gives an 
over-all picture of the signal quality. 


Microphone and Speaker Testing 


In the design and testing of mi- 
crophones, a two-way speaker system 
which effectively covers the band 
trom 40 to 10,000 eycles may be used 
as an audio signal source in an an- 
echoie room. It has been found that 
due to the nature of the sweep sig- 
nal, it is not as necessary to have 
perfect conditions of non-reverber- 
ation as in the case of steady-state 
audio signals for testing. Since there 
is no steady state condition in the 
audio signal, a normally short period 
of less than 1/20th 
second does not contribute to stand- 
ing waves. In a way, the action is 
somewhat similar to the narrow band 
swept signal which has been in com- 
mon use for some years. 


Under the above test conditions, it 
is expedient to rotate the microphone 
under test and observe its polar pat- 
tern response. 

For the design and testing of 
speakers, the cross-over filter net- 
works used in two-way speaker sys- 
tems can be very easily evaluated 
when using the audio sweep signal. 
Here again a free field is desirable, 


Fig. 2 (left). Normal pattern for the audio sweep generator. This is the signal 
produced by the card in Fig. |. Marker pips are at I, 3, 5, 7, 9, and 10 ke. 
The overall range is from 40 cps to 10 ke. Fig. 3 (right). Showing pattern 
obtained when there is a misalignment of the optical slit of about 7°. Deteri- 
oration of the highs is similar in the case of film and tape recording. 
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Fig. 4 (left). A commercial amplifier, with the volume control near maximum 

attenuation. The series resistance of the input potentiometer attenuates the 

highs. Fig. 5 (right), Same amplifier as in Fig. 4 with the volume control set 
at full volume and indicating a slight high-frequency boost. 


Fig. 6 (left). A high-@ low-pass filter network, with a 1200-cps cutoff. At the 

low end of the oscillogram can be seen the typical transient response of such 

a circuit. Fig. 7 (right). A high-Q high-pass filter network, with a cutoff at 

about 200 cps. The transient response at the beginning and the accompany- 
ing modulation of the sweep carrier are typical of high-Q circuits. 


Fig. 8. Left: Series capacitance. Right: Series inductance. 


but the quality of the free field need 
not be as high as in the ease where 
a steady state sound source is used. 
The same conditions apply to the 
testing of speakers as to the testing 
of microphones. Polar patterns may 
be quickly evaluated from a qualita- 
tive angle. 


In experimental work with the 
varistor, the rectifying action in both 
the so-called “plate” and control con- 
tacts may be observed on the oscil- 
loscope, as well as the performance 
of the device circuit-wise, by using 
the audio sweep signal. Figwre 15 
shows a rectifying action in which 
about 5%. reverse voltage, shows up. 
This particular unit was faulty and 
a new point of contact was found 
which made the circuit operative. 
The audio sweep signal has proved 
valuable in experimental work on the 
varistor at this laboratory. 


In the case of rectifiers for meters, 
the inherent capacity within the 
bridge is often found to be a limit- 
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ing factor in their use at the higher 
frequencies. The capacitance of the 
rectifier acts-as a shunt condenser. It 
is seen on the oseilloscope sereen as 
an obvious passing of the high fre- 
quencies in the region of 10,000 
cycles. 


Design Details 


Approaching the problem by build- 
ing an audio sweep generator from 
a more or less mechanical standpoint 
has produced a piece of entirely port- 
able equipment which is very rea- 
sonable in cost and capable in its 
performance. The heart of the gener- 
ator is a photographic dise (trans- 
parent card). See Fig. 1. The origin- 
al compilation of the ecard jis 48 
inches in diameter. The ecard for use 
in the instrument is 5 inches in dia- 
meter. 


The production of the original dise 
involved some hundreds of hours of 
calculations and plotting. The transi- 
tional, or changing ‘frequency sin- 


usoidal, wave was plotted against a 
circular base line as an abscissa, and 
radii of the circle as ordinates. The 
design was then filled in to give the 
pattern a black-and-white contrast. 
The disc was then reduced photo- 
graphically and a positive was made 
from the original negative. From the 
positive, the subsequent negatives 
were produced. 

An unimportant form of distortion 
arises from slight irregularities in 
the plotting of the original pattern. 
These irregularities are peculiar not 
as. recurrent phenomena but are in- 
digenous to the single cycle with 
which they are associated and so do 
not cause a misinterpretation in the 
analysis of apparatus under test. In 
order to ascertain the amount and 
kind of distortion that was inad- 
vertently introduced into the original 
pattern, successive broad band elim- 
ination filter networks were used. The 
residual obtained in this manner is of 
necessity all of the distortion com- 
ponents that were in that section of 
the original signal, the fundamental 
having been removed. The nature of 
these distortion components appeared 
to be for the most part triangular 
in wave form. See Fig. 13. 


Image Spread 


Subsequent investigations revealed 
a fact which has long been known in 
the processing of film. This is known 
as “image spread.” Image spread, in 
brief, is the tendeney for the exposed 
portion of the film to affect expo- 
sure-wise the immediately adjacent 
unexposed emulsion. While this factor 
is negligible in motion picture work, 
it was fairly troublesome in the pro- 
duction of the sweep frequency disc. 


Image spread produced a ~ small 
amount of odd harmonic distortion 
and introduced a lowering of the 
high-frequency signal. In the origi- 
nal 48-inch diameter card the wave 
length at 10,000 eyeles is .186 inches. 
In the finished 5-inch card, the wave 
length at 10,000 cycles is .135/9.6 
inches. In the case of the first and 
third exposures, the image has a 
tendency to become smaller. This is 
because three successive images, pho- 
tographieally speaking, have occurred. 
A narrow margin of the original 
wave form has been removed from all 
boundaries. The proportional amount 
of area removed is much greater in 
the high-frequency region than in the 
low-frequency region. 

As a result, distortion in the low 
frequencies has been held to a frac- 


tion of a per cent, while in the re- 
gions above 5,000 eycles reduction 
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in the distortion was increasingly 
apparent up to 10,000 cycles. Two 
factors have played an important 
part in the reduction of this distor- 
tion. One of these is by the use of 
a gaseous type of photoelectric cell. 
The other factor was in the prepar- 
ation of another dise or card in 
which the calculated image spread 
was corrected for in the plotting of 
a new four-foot-diameter card. In the 
ease of the use of the gaseous photo- 
cell, type 927, which is familiar in 
the reproduction of sound motion 
pictures, distortion components above 
10,000 cycles were materially re- 
duced, for if there were third har- 
monic distortion in a 5,000 cycle 
fundamental, such distortion would 
be of the order of 15,000 cycles, a 
frequency essentially out of the range 
of the present instrument. 

The photographic reproductions of 
ecards have to be made under ex- 
tremely rigid laboratory conditions 
pertaining to exposure, printing, and 
developing. 

Regarding the circuit, the charac- 
teristics of the amplifier are kept 
within the strictest specifications. It 
has been found that completed ampli- 
fiers that would ordinarily pass in- 
spection on the production line would 
not adequately fill the specifications 
required in the photo-electric circuit. 
Changing the tubes is sufficient to 
show what are normally considered 
only slight variations in tube charac- 
teristics. In regard to photo cells, 
these too must be rigidly inspected 
for performance characteristics. The 
greatest variations of the type 927 
phototube seem to be about 6 db 
difference in amplitude response at 
the-low frequencies and the high fre- 
quencies. As an example, one tube 
may have an attenuation sloping 
toward the high end of about 1 db 
per octave, while another tube will 
have an opposite slope. These are 
extreme cases, however. Such an ac- 
tion from photocells is due, in part, 
to the slight variations from tube to 
tube in the gaseous pressure within. 
The audio sweep generator has 
proved to be a valuable device for 
checking photocell tube performance. 
A tip-up circuit of the feed-back 
type is provided with an adjustment 
on the chassis which takes care ot 
any linear irregularities in the over- 
all response of the phototube when, 
and if, it becomes necessary to change 
the tube. 


Light Source 


The exciter lamp, when operated 
on d.c., had no tendency to introduce 
a 120-cycle hum component. The se- 


lection of a small, self-focusing flash- 
light bulb, type 222, proved to be 
a satisfactory and economical light 
source. The tube normally operates 
on 2.2 yolts at around 250 ma. Its 
life is greatly extended and its cur- 
rent consumption materially reduced 
when operated from a 30 amp. hour, 
1% volt, A battery. Considerably in 
excess of 150 hours of service may 
be expected from each battery. This 
is the only battery in the circuit; it 
may be easily replaced. The life of 
the 222 lamp under the reduced rat- 
ing is an unknown quantity, probably 
1,000 hours or more. 
Other Cards 

Different types of signals, such as 
the square wave and the triangular 
wave, have been incorporated in some 


of the cards for use with the audic 
sweep generator. In the case of the 
square wave, a perfectly square wave 
signal is not possible when using type 
927 photocells. The harmonic content 
falls considerably above 10,000 cycles. 
tounded corners appear. The use of 
high vacuum photo-electric cells cor- 
rects this condition but they require 
higher gain circuits. In the reproduc- 
tion of a triangular wave which, in- 
cidentally, becomes on the card a 
form of spherical triangle, the wave 
was plotted with a changing base 
line. Self-generation of a sine wave 
becomes evident at about 8500 eps. 
This action is the result of non- 
resolution of harmonic content in 
the triangular wave above that fre- 


[Continued on page 40) 


Figures 9 to 14 (above). Simple low-Q band-elimination and band-pass filter 
networks composed of commercial capacitors and inductances. 


Fig. 15 (left). Germanium rectifier in a circuit showing 5%, reverse voltage. 

Fig. 16 (right), The audio sweep frequency signal from the electronic gen- 

erator of Wayne R. Johnson. The marker pips are at |, 3, 5, 7, and 10 ke. 
The lowest frequency in the output of this generator is 40 cps. 
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Corner Speaker Cabinet for 12-inch Cones 


HE DESIGN for a corner cabinet for 
T 15-inch cones, first shown in the 

January issue, is followed here by 
2 similar design adapted for the use of 
a 12-inch cone, either with or without 
a high-frequency unit and horn. This 
-design has been worked out on the basis 
of a T-cu. ft. enclosure, and without the 
TV picture tube compartment, it is 
considerably smaller in size than its 
predecessor. 

The dimensions shown in the draw- 
ing below are planned for the use of 
¥s-Inch 5-ply panels, although only 
shght changes would be necessary if 
‘~-in. plywood were to be used instead. 
The mounting strips, 34-in. square, are 
not shown for most of the construction, 
but for solid work it is desirable that 
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all joints be reinforced by these strips. 
All points should be glued, and the as- 
sembly should be made by means of 
wood screws. : 

Because of the fact that there are 
only two parallel surfaces in the enclo- 
sure, 1t is not actually necessary that 
the entire inside of the cabinet be pad- 
ded. The two parallel surfaces are the 
top and the bottom, and these should be 
padded with Ozite or some similar ma- 
terial. The two sides should be braced 
across the back after the cone is in- 
stalled. The top must be gasketed 
against the wall to ensure an air-tight 
joint. The sides of the speaker-well are 
straight, and J-in. material is recom- 
mended. 

If a two-way system is desired, an 


h-f horn and unit may be installed 
above the cone opening. Either the Ra- 
con two-cell horn and unit, the Univer- 
sity dual tweeter, or the Atlas HF-1 
horn will mount flat against the front 
panel, and any of these units should 
be used with a suitable dividing net- 
work. 

To give a finished appearance to the 
cabinet, a grill cloth ean be placed over 
the speaker-well before it is attached 
to the front panel, and some similar 
treatment should be given to the high- 
frequency horn, if one is used. 

This cabinet will ensure good load- 
ing of the cone down to about 35 eps, 
and the relatively small floor space re- 
quired for a corner unit is a definite 


advantage. 


RENAE SA evra 
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moved from the rack and used as a 
separate channel. Since the same plugs 
end connectors are used, a replacement 
can be substituted in an emergency 
without the need of making adapters. 


Mixing Console 


The mixing console provides sufficient 
gain tor recording from microphone 
with any of the equipments to be used. 
Since both of the recording channels 
are designed to work with low level in- 
puts, it is not necessary that the output 
from the mixing console be as high as 
it would be in an installation using a 
zero-level bus to drive all of the suc- 
ceeding equipment. Instead, the output 
of the console need not be more than 
about —80, and the amplification system 
therefore demands the use of only the 
preamplifiers and the booster amplifier. 
Up to this point, the circuits involved 
are conventional, consisting of six pre- 
amplifiers followed by individual mixer 
attenuators in a parallel network, and 
teeding the booster amplifier. This is 
followed by the master gain control, and 
the signal from this point is routed to 
the equipment rack, where a series of 
branch pads feed the monitor amplifier 
and the recording channels. The VU 
meter-is connected to the output of the 
monitoring amplifier, since this is the 
first point at which an adequate level 
is available. 

Among the features of the console, 
cne is particularly outstanding. This is 
the method of mounting the preampli- 
fiers so that they are instantly replace- 
able in case of any failure. On account 
of their circuit arrangement, they must 
be mounted adjacent to the panel so 
that the high- and low-frequency equal- 
izers are readily available for use dur- 
ing a recording session. The preampli- 
fiers, therefore, are mounted just be- 
hind the front panel of the mixer con- 
sole, with the equalizer control shafts 
projecting through the panel. Each pre- 
amplifier case is equipped with two 
tapered pins which engage in holes pro- 
vided in the angle-iron framework of 
the console, and two flat-head machine 
screws are inserted through suitable 
holes in another angle-iron member at 
the top. Electrical connections are made 
by means of cables and plugs. Thus, to 
remove the amplifier it is only neces- 
sary to raise the top of the console, re- 
move two screws and two knobs, dis- 
connect two plugs, and the unit may be 
lifted out. 

The mixer attenuators are just below 
the preamplifiers, and the VU meter 

~ ‘enuator is conveniently placed just 
yve the inclusive volume control at 

center. At the operator’s left is a 
up of switches for controlling the 

ting and stopping of the various 
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FREQUENCY RESPONSE - CYCLES PER SECOND 


Fig. 4. Response curves obtainable with compensating preamplifiers. 


equipments. Two modes of operation 
are provided—one with the machines 
running independently, and the other 
with the machines operating in syne. 
Three-position switches are used, one 
position for off, one for non-syne or 


Fig. 3. Equipment cabinet with tuner, 
jack strips, film and disc recording 
amplifiers, monitoring amplifier, and 
console power supply, top to bottom. 
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independent operation, and the third 
for syne operation. In the latter posi- 
tion, the individual equipment is con- 
nected to the syne bus, which is ener- 
gized by another switch to start simul- 
taneously all machines so connected. A 
separate pilot light indicates when each 
machine is running. In addition to the 
various equipments, three film footage 
counters are employed, one each for 16- 
and 35-mm speeds on the console, and 
another which indicates both film 
speeds in the studio. All of the ampli- 
fiers and counters are standard Arling- 
ton Electric products, and are simply 
assembled in a workable arrangement. 


Amplifiers 


The preamplifiers, model EA-2, are 
of rather unique design, and provide 
means for compensating for practically 
any frequency response condition which 
is apt to be encountered in normal op- 
eration of a studio. Two controls are 
available, each providing seven different 
response curves for each end of the 
audio spectrum, with the curves shown 
in Fig. 4. Each preamplifier has a gain 
of 25 db, although internal connections 
may be made to reduce the gain to zero 
at 1000 eps. As will be noted from the 
schematic, Mig. 5, the boost positions 
operate in the feedback circuit, with 
the droop positions being simple capac- 
itance roll-off circuits. Low-microphon- 
ic 1620’s are used in both stages, and 
with d-e filament supply, the hum and 
noise level is below —90 dbm. 


The booster amplifier is similar to 
the preamplifiers, except for the addi- 
tion of another stage to give a gain of 
60 db at 1000 cps. The same compensat- 
ing circuits are used, but the controls 
for this amplifier are not accessible 
from the panel of the mixing console. 
This unit is mounted in a compartment 
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Fig. 5. Preamplifier schematic, Ten-megohm click-suppressor resistors (not 
shown) are connected from each capacitor across to arm of associated switch. 


at the lower right side of the console, 
and is accessible through a door in 
the side. 

Still another amplifier is mounted in 
tke console for use in the talkback cir- 
cuit. This unit is a standard intercom- 
municating amplifier, with the speaker 
being located on the top of the console. 
The amplifier itself is located at the 
lcwer left side of the console, in a posi- 
tion similar to that of the booster amp- 
lifier. The entire console is designed to 
work in the same room as the record- 
ing machines, so no signal or commu- 
nication circuits are necessary between 
the console and the recording positions. 
The talkback system is provided for 
communication with the studio. 


The monitoring amplifier, an Altec- 
J.ansing 127A, is mounted on the equip- 


ment rack. It feeds the monitoring 
speaker in the recording room, and for 
playback, the speaker in the studio. The 
VU meter is connected to the output 
of this amplifier, and when normal op- 
erating settings are obtained, its in- 
dications are correct for all of the re- 
cording channels. 
Console Construction 

The console is fabricated with a weld- 
ed angle-iron framework to ensure 
strength and freedom from working 
loose. It is covered with veneered hard- 
wood and finished in a modern light 
oak. The panel and operating desk sur- 
faces are composed of one piece of sheet 
dural, bent to conform to the console 
framework and finished in a_ black 
baked enamel. All connections to the 
console are made at the rear with Can- 


Fig. 6. Similar console arrangement for eight mixing attenuators. 
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non plugs, the number of pins differing 
for the various types of circuits to avoid 
damage to equipment due to improper 
patching up. 

Large rubber-tired wheels are em- 
ployed so the consele can be used in 
the studio, if necessary. For studio use 
where there are apt to be many light 
and camera cables on the floor, it is 
desirable that the wheels be sufficiently 
large so as to roll over the obstructions 
with the least effort. To ensure easy 
handling, two wheels are fixed in the 
lengthwise position of the console, while 
the other two are casters. Figure 6 
shows a similar console with eight mix- 
er positions, but without the equipment 
control switches. 


Operation 

In operation, this installation has 
proved to be just as satisfactory as that 
with a more conventional, fully inte- 
erated installation, with the additional 
advantage of being completely flexible. 
As the occasion demands, it is possible 
to remove any channel for use in an- 
cther studio or on location, and with- 
out disturbing the remaining equip- 
ment. Furthermore, because of the util- 
ization of existing complete recording 
channels, the entire installation was 
put into operation over a single week- 
end, eliminating the need of disturbing 
the studio on any normal work days. 
The elements of added cost to provide 
a system of this type are mainly those 
of the console and the rack cabinet as 
mountings for the equipment, much of 
which was already in use in the studio. 
Had it been necessary to adapt any of 
the recording channels for six micro- 
phone inputs, the six preamplifiers 
would have been required, as would 
some means for mounting the equip- 
ment. Thus the cost of the entire sys- 
tem may be considered to be primarily 
that of the components which would 
have been needed for any one of the 
channels, yet the final result is that of 
complete flexibility. It is on this basis 
that a system of this type is submitted 
as the economical solution to the small 
studio’s problem of meeting increased 
needs for recording service, yet without 
eny sacrifice of quality of work or con- 
venience in operation. 


Audio Engineering 
Society News 
HE FIRST student chapter of the Au- 


dio Engineering Society has reeent- 
ly been formed by students of ROA 


Institutes, Inc. The first semi-annual. 


meeting was held on Wednesday eve- 
ning, March 23, 1949, at the Johnny 
Victor Theater, RCA Victor Exhibition 
Hall, 40 West 49th St, New York. 
[Continued on page 41] 


Fig. |. Panel of new Daven I-A transmission set. 


A Simplified Transmission Set 


J. P. SMITH, Jr.,* and C. F. SCOTT* 


Technical details of a new instrument designed to provide accurate gain measuring facilities. 


RANSMISSION Measuring sets in a 

variety of forms have been used 

in the audio field for many years 
in testing audio equipment and trans- 
mission lines. They may be classified 
in two general types: (1) those which 
include a calibrated amplifier and which 
may be used for gain or loss measure- 
ments, and (2) those which do not in- 
elude an amplifier and which are nor- 
mally used for gain measurements only. 
Loss measurements can be made on 
this latter type by the use of an external 
amplifier which can be readily calibrated 
before use by means of the gain set. 
The primary reasons for not including 
an amplifier are: (a) no distortion or 
noise is introduced in the loss type; 
(b) no power input is required; and 


*Engineering Staff, The Daven Co., 
191 Central Ave., Newark 4, N. J. 


Fig. 2. Block di- 
agram of the 
+ rans mission 
measuring set. 
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(c) any laboratory amplifier can be 
used with the instrument to measure 
loss. This article deals primarily with 
the development, operation, and limita- 
tions of the second type of transmission 
measuring set, more commonly known 
as a gain set. 


All forms of gain sets consist es- 
sentially of a calibrated attenuation 
section and a load section. The cali- 
brated attenuation section, in conjunc- 
tion with an audio signal generator and 
a meter for measuring the input level, 
delivers a known signal level at known 
impedance to the equipment under test. 
The load section matches the output 
impedance of the equipment under test 
and measures the power delivered by 
that equipment. The transmission meas- 
uring set to be described is designed for 
use with an external audio signal gen- 
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Loss TO 


erator. This is done to keep cost low 
and to prevent duplication of equipment 
since most broadcast stations and audio 
equipment laboratories have one or 
more such signal generators which can 
be used conveniently with the gain set. 

This description covers a simplified 


version of a transmission measuring 
set, utilizing only one transformer, one 
meter, and one meter range control, 
yet which provides most of the functions 
of more complicated sets. Figure 1 
shows the general layout and arrange- 
ment of components. The set is eali- 
brated on the basis of 1 mw into 600 
ohms, and utilizes the standard VU 
meter. Features of the construction in- 
clude sectional assembly and a hinged 
front panel. Each section is individually 
mounted with its own terminal block 
and is readily removable for inspection 


VU METER 


Isolation 
repeat coil 


Source Z 
control 


Lood # 
control 


Load Z 
resistors 


Meter 
multiplier 


Loss section 
attenuation controls 


Fig. 3. Interior is made readily accessible for maintenance by hinged front panel. 


and repair. Two fasteners at the top 
of the front panel may be released and 
the front panel tilted forward, allowing 
easy access to the parts for servicing. 
Figure 2 illustrates in block diagram 
form the elements of the two main sec- 
tions of the transmission measuring set. 
The characteristics and functions of 
these sections are discussed separately. 


ATTENUATION 
IN DECIBELS 


SOURCE SECTION 


Source Section 

This section provides the source of 
known level and impedance to feed the 
equipment under test. Note that the 
incoming line from the oscillator is 
split into two branches, branch A with 
an impedance of 7500 ohms, and branch 
B with an impedance of 600 ohms. For 
each loss in the 600-ohm branch (exclu- 


METER 
MULTIPLIER 


sive of the variable loss networks) there 
is a corresponding loss in the 7500- ohm 
branch. As a consequence, the VU 
meter indicates source level at X. The 
actual level provided at the source jacks 
is the algebraic sum of the input key 
setting, the meter indication, the set- 
ting of the attenuation control dials, 
and the db indication on the Source Z 
control. 


Referring again to the 600-ohm 
branch of Fig. 2 the purpose of f1 is 
to provide the generator impedance. 
Since the input voltage is held constant 
by means of the VU meter in the 7500- 
ohm branch, a resistance Ri equal to 
the input impedance of the loss network 
R2 must be inserted. Half the voltage 
appears across R; and half across the 
input of Re. This accounts for a loss 
of 6 db. Re has a value of 300 ohms in 
order that the input impedance of the 
transmission set will be approximately 
600 ohms. The variable loss network, 
Re, consists of 300-ohm “T” attenua- 
tor decades providing ten steps of 9.1 
db, ten steps of 1.0 db, and ten steps of 
10 db. Figure 3 shows a rear view of 
the panel with the shields removed from 
the loss section attenuators. The pur- 
pose of the transformer 7 is to provide 
means of transforming from an un- 
balanced source to an output independ- 
ent of ground location in the gain set, 
since one side of the 300-ohm “T” net- 
works must be grounded. A carefully 
designed transformer, shielded both 
electrostatically and magnetically (from 
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Fig. 4. Simplified sche- 
matic of the transmis- 
sion measuring set pic- 
tured in Figs. | and 3. 
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external fields) is used to erase the ef- 
fect of the internal ground. The loca- 
tion of the ground on the system to be 
measured thus has no effect on the trans- 
Mission measurement, and both bal- 
anced and unbalanced systems can be 
measured equally well. The purpose of 
the network R3 is to provide various 
load impedances. Four source imped- 
ances are provided—600, 250, 150, and 
50 ohms. For ease in testing bridging- 
type amplifiers, two additional positions 
on the impedance-matching switch are 
provided which have internal terminat- 
ing resistors. These two positions are 
600 Bridging and 150 Bridging. The 
network R3 has a constant loss of 10 
db for the 600-, 250-, and 150-ohm posi- 
tions, and a loss of 20 db for the 30- 
ohm step. In addition to providing sev- 
eral source impedances, this network al- 
so serves as isolation between the trans- 
former windings and the Source jacks. 
With this isolation, variable impedance 
input devices such as unloaded grid 
input transformers, filters, and so on 
can be fed without interaction with the 
transformer. Reviewing the 600-chm 
branch of Fig. 3, the initial loss with 
Re dials set at zero will be 6 (gain set 
loss due to fi) plus 1 (transformer 
loss) plus 10 (R3 loss), or a total of 17 
db. Thus, in order to obtain a +4 source 
level, the input level must be 17 db 
above +4, or +21 dbm. 

Many low-distortion oscillators will 
not provide a +21 dbm level. For this 
reason, a —10 key has been added which 
removes 14 db loss from the 7500-ohm 
branch, so that a lower output from the 
external oscillator can be used if de- 
sired. While discussing the preliminary 
fundamentals, two factors must be 
pointed out. (1) Since it is a branched 
circuit, the overall frequency response 
reduces itself to this: while holding the 
VU meter constant at 0 dbm and vary- 
ing the frequency from 20 to 20,000 
eps the source voltage across a resistive 
load must remain constant. VU meters 
in general fall off about 0.5 db at 20 ke. 
Therefore, if the transformer 71 had a 
flat frequency response, and the VU 
meter pointer held at zero, the source 
voltage would rise 0.5 db at 20 ke. To 
take care of this error, 71 is loaded to 
droop by an amount equal to the droop 
of the VU meter, and hence the source 
voltage remains constant with frequency 
with reference to the VU meter indica- 
tion, but the oscillator input voltage 
must be readjusted to compensate for 
this droop. No errors in measurements 
ar- introduced by this. (2) The trans- 

er 7; must not only be well shield- 
ut must present constant input and 

it impedances of 300 ohms from 

3 to 20 ke. A deviation of an ohm 

‘ the band will show up when in- 
§ varying amounts of loss in Fz. 
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Fig. 5. Performance curves. (A) and (B}—impedance of source and load sec- 
tions. (C), (D), and (E}—overall frequency response of individual sections and 
of both together. (F)—leakage in db due to capacitance coupling in db. 


Since this transformer must also oper- 
ate over the range from —111 to +4 
dbm, the magnetic circuit must be so 
designed that the impedance will re- 
main constant over this range of levels. 


Load Section 


In the previous models of Daven gain 
sets the load impedance matching was 
obtained by the use of a tapped trans- 
former and shunting resistors. Such a 
transformer is a costly item and varia- 
tions in production necessitate adjust- 
able frequency compensation. The trans- 
former has been omitted from this gain 
set and replaced by a variable resistive 
impedance-matching network on which 
the accuracy is easily controllable in 
production and which does not neces- 
sitate frequency compensation. A re- 
sistive network method of impedance 
matching entails a minimum level 
greater than that of the transformer 
method at impedances below 600 ohms. 
The impedances provided are 600, 250, 
150, 16, 8, and 4 ohms. The minimum 
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levels for a zero meter indication are 
4, +8, 110, 120, +99, and +94 
dbm respectively. It is believed that 
most amplifiers with 150-ohm outputs 
will supply an output level of at least 
+10 dbm, and that most amplifiers for 
speaker use will supply an output of at 
least --24 dbm. The confusion and 
chance for error which might come 
about by the changing minimum level 
for various impedances has been elimin- 
ated by an arrangement whereby the 
load meter multiplier dial is rotated an- 
tomatically when the load impedance 
control is changed from one impedance 
to another. Thus, the zero on the VU 
meter scale corresponds to the level in- 
dicated by the meter multplier dial, re- 
gardless of the impedance across which 
the meter is connected. Without further 
precaution, this would allow the pos- 
sibility of rotating the meter multiplier 
knob beyond the maximum +42 dbm 
level of the load section of the instru- 
ment. This has been overcome by an 

[Continued on page 30] 
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Problems in Audio Enginsvung 


LEWIS S. GOODFRIEND* 


The study of audio begins at the basic transducer— 
the ear—in this first installment of practical course. 


BARING is the psychological re- 

sponse to the physiological phe- 

nomena involved in the sensation 
of sound. The sense organ for sound, 
the ear, is man’s transducer for con- 
verting pressure waves in air into 
electrical impulses in the’nervous sys- 
tem. It is neither a perfect transducer 
nor the ideal device for the purpose, 
_but it is a well engineered device and 
has a number of important safety fea- 
tures. The ear is the fundamental 
transducer in all audio work, and es- 
tablishes the final criteria for the 
judgment of sound quality by man. 
No matter what meters and measuring 
instruments indicate about the purity 
of a sound or its harmonic content, if 
it is not pleasing to the listener as pre- 
sented to his brain via his ears and 
neryous system, then it 7s unpleasant. 
To quote one of the country’s leading 
audio engineers, “if it sounds bad, it 
is bad.” 

The material that follows will give 
some of the details of the physiology 
of the ear and the manner in which 
the ear converts sound waves into 
psychological responses. 

Figure 1 shows a cross-section of 
the right ear in a form that deviates 
from an exact picture in that the coch- 
lea, the coil at the right, has been 
turned forward, and the middle ear 
muscles have been omitted because of 
size limitations. The position of the 
Eustachian tube, and the entry of the 


*Stevens Institute of Technology, 
Hoboken, N. J. 
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nerves through the bone of the skull 
are greatly simplified, since the exact 
positions do not affect the discussion 
of the operation of the ear. 

It can be seen from this figure that 
the ear is naturally divided into three 
sections—the outer ear, the middle ear, 
and the inner ear. The outer ear func- 
tions as a collector of sound energy 
and a shield for the delicate structures 
of the middle and inner ears. The skin 
cells of the outer ear generate a bitter- 
tasting waxlike substance that inhibits 
the entrance of insects and prevents 
drying of the eardrum skin and ear 
canal. The part of the ear which pro- 
jects from the side of the head is the 
auricle or pinna, and has little func- 
tion in the method of hearing of mod- 
ern man. 


The Middle Ear 

The middle ear is separated from the 
outer ear by a tough fibrous mem- 
brane, the tympanic membrane or ear- 
drum. The eardrum is slightly conical, 
with its apex pointed inward, and on 
the inner side is fastened to the mal- 
leus (hammer) one of the three small 
bony pieces contained in the inner ear. 
These small bones, called the ossicles, 
form a mechanical linkage system 
which is supported by various liga- 
ments in the middle ear: cavity. As 
pointed out, the first of the ossicles, 
the hammer, is fastened at one end to 
the eardrum. The other end is fastened 
to the second member of the chain, the 
incus (anvil) which in turn drives the 
stapes (stirrup). It is the stapes that 


e 
Fig.. 1. Diagram- 
matic cross sec- 
tion of the ear 
showing the out- 
er, middle, and 
inner ear togeth- 
er with the nerves 
and_ Eustachian 
tube. (From Hear- 
ing and Deafness, 
by Hallowell Dav- 
is. Courtesy Mur- 
ray Hill Books, 
Inc.) 
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connects the middle ear driving sys- 
tem to the inner ear by means of its 
footplate. 

The wall separating the inner and 
middle ears is known as the medial 
wall and is made up in large part by 
the temporal bone. There are two open- 
ings in the temporal bone. The first, 
the oval window—so-called because of 
itc shape—receives the footplate. Sim- 
ilarly, the opening below is called the 
round window, and both open on the 
cochlea in the inner ear.. The round 
window is covered by a thin flexible 
membrane. Below these openings to 
the inner ear is the Eustachian tube 
which connects the middle ear to the 
throat. This tube is normally closed at 
its lower end and opens in the process 
of swallowing, equalizing the pressure 
between the middle ear and the sur- 
rcunding atmosphere. If the pressure 
were not equal on both sides of the 
eardrum, the drum would not vibrate 
freely, and distortion and hearing loss 
would result. 

The motion of the ossicles is some- 
what complex even when stimulated 
by the simplest driving forces, but it 
may be stated that when the eardrum 
moves inward the footplate rotates 
about a point at its base. This is due 
to the nature of the ligamentary sup- 
ports of the ossicles and their control 
over ossicular motion. 

It is here in our study that two ex- 
tremely important audio problems may 
be examined. First is the magnitude of 
the displacement of the eardrum dur- 
ing normal hearing, and the second, 
distortion in hearing loud sounds due 
to the operating characteristic of the 
ossicles. If we supply a barely audible 
(threshold) sound to an average per- 
son, that sound will cause the eardrum 
to move back and forth a distance that 
is so small that it may be compared to 
the size of an atom. The actual dis- 
placement of the eardrum for such a 
sound is about 10-19 em which is less 
than one one-hundredth the diameter 
of a molecule of hydrogen gas. Sounds 
that cause a displacement of the ear- 
drum of more than 10-3 em (one-thou- 
sandth of a centimeter) cause pain 
and if permitted to continue for any 
length of time, can cause injury. 
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Distortion 

The second problem, the distortion 
caused, by the ossicles at high sound 
levels, is often neglected in discussions 
of medium—and high-power high-fidel- 
ity audio systems. Figure 2 shows a 
curve relating the force applied by the 
stapes to the rotation of the malleus. 


FORCE AT OVAL WINDOW 


-40 -30 
ROTATION OF MALLEUS — DEGREES 


-20 -10 ° 10 20 30 40 

Fig. 2. Curve relating force at oval 
window to rotation of malleus. When 
the rotation is more than 30 deg. in- 
ward, the joint between the malleus 
and incus is dislocated. (After Stuhl- 
man. Courtesy J. Acous. Soc. Am.) 


There are three points of interest on 


the curve, the rest position of the. 


stapes, marked O, and the two extremes 
of force. The rest position is not at 
the center (, of the linear region of 
the curve, and the curve deviates from 
linearity at the extremes of force due 
to the elastic characteristics of the 
supporting ligaments and dislocation 
of the ossicular joints on application 
of large forces. Many researchers have 
done considerable work on this subject 
and it is believed that these two non- 
linearities in the ossicles may be re- 
sponsible for the generation of the 
harmonics which are noticed when lis- 
tening to loud sounds. 

The inner ear consists of three semi- 
circular canals, the cochlea, and the 
space joining them known as the vesti- 
bule. All of these are filled with a lym- 
phatic fluid. The semicircular canals 
and the vestibule do not take part in 
the process of hearing, but are asso- 
ciated with the sense of balance. It is 
the cochlea that contains the mechano- 
electric transducing elements. 

The normal position of the two-and- 
three-quarter turn coil of the cochlea 
is horizontally in front of the vestibule. 
The cochlear spiral is made up of two 
galleries. The upper is the vestibular 
gallery and is separated from the lower 

y+ gallery by a shelf or bone, 


and lexible and thin basilar mem- 
bran e two galleries are joined at 
the n + end by a small passage, the 
helicc 1, and at the large end are 
conne ‘o the middle ear by the 
stapes . vestibular gallery, and to 
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Fig. 3. General- 
ized cross-section 
of the organ of 
Corti, (After 
Fletcher, Speech 
and Hearing, D. 
Van Nostrand.) 


the round window in the tympanic gal- 
tery. Thus, although both galleries are 
dynamically connected to the middle 
ear, none of the fluid of the inner ear is 
in direct contact with the atmosphere. 
When the footplate is moved inward by 
a sound wave it pushes against the fluid 
which causes the elastic basilar mem- 
brane to displace, in this way applying 
pressure to the fluid in the lower gallery. 
The fluid in the tympanic gallery pushes 
the round window outward into the 
middle ear. When the footplate moves 
outward the movement can be traced 
in a similar manner. Several excellent 
works have been written covering the 
mechanism and dynamics of the inner 
ear, but only a simple outline will be 
presented here. 

When the ossicles are excited by high 
frequencies, the stapes will oscillate 
rapidly and only the narrower portion 
of the basilar membrane—near the 
large end of the cochlea—will be ex- 
cited, while the wider far end of the 
membrane will be excited by low-fre- 
quency sounds which cause only a slow 
motion of the stapes and fluid. Some 
of the fluid may even flow around from 
one gallery to the other through the 
helicotrema at very low frequencies. It 
appears that the basilar membrane is 
tuned, that is, it responds along its 
length to different frequencies, and the 
whole system behaves as a low-pass fil- 
ter. There have been no wholly satis- 
factory explanations of this phenomen- 
on to date. 

If a turn of the cochlea is cut, its 
interior would be similar to the gen- 
eralized cross-section in Fig. 3. The 
membrane running horizontally across 
the figure is the basilar membrane and 
supports numerous cell structures to- 
gether known as the organ of Corti. 
It should be noted that the scala vesti- 
buli or vestibular gallery is separated 
into two ducts, the lower, often called 
the cochlear canal, being closed at the 
helicotrema end. The dividing mem- 
brane is the vestibular or Reissner’s 
membrane, and is extremely thin and 
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flexible so that it takes no apparent 
part in the operation of the ear. On 
the basilar membrane are cells called 
the hair cells, having little hairlike 
projections called cilia, and it is 
through these that the nerves to the 
brain run. There are four rows of cilia, 
comprising a total of about 24,000 sepa- 
rate hair cells. 20,000 of these are 
grouped in the outer rows which run 
parallel with the length of the basilar 
membrane, while the remainder—some 
3,500—are located in the inner row. 
Between the inner row and the grouped 
outer three rows of hair cells are the 
rods or pillars of Corti. These rods ap- 
pear to act as a stiff frame during 
motion of the basilar membrane. They 
cause the hair cells to move relative 
to the tectorial membrane above them 
which bends the cilia whose upper ends 
are anchored in the tectorial mem- 
brane. Several recent publications give 
complete details of the theorized oper- 
ation of the mechanism from this 
point on. It will suffice here to say that 
motion of the cilia triggers impulses 
which are carried by the nerves from 
their endings in the hair cells along 
the. ganglion of Corti to the eighth 
cranial nerve, the auditory nerve, 
which is the lower of the two nerves 
shown at the right in Fig, 1. Since 
the basilar membrane vibrates in dif- 
ferent places when _ stimulated by 
sounds of different frequencies, only 
the nerves associated with a given posi- 
tion along the basilar membrane are 
activated when that portion of the 
membrane is vibrating. ! 

At this stage it is possible to observe 
some of the effects that give rise to 
hearing loss, deafness, and the effects 
of the distortions already discussed. 
These will be considered in the next 
installment of this series. 
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Author with the station turntable. At the left is the phasing unit of 
the 5-kw AM WIS transmitter. In the right foreground is the trans- 
mitter console, with a portion of the speech bays behind it. 


HERBERT G. EIDSON, JR.* 


A turntable housing of professional quality which may be 
constructed at a reasonable cost to provide record repro- 
duction facilities suitable for the most exacting uses. 


Construction of 


A Broadcast Station Record Turntable 


described was designed to match 

a transmitter console! in shade 
of finish, type of footing, and height. 
The drawings seem to make the table 
appear a bit awkward on the 7%4-inch 
base, but a look at the photographs 
will prove that this is not true. In ac- 
tuality, it is a neat, commercial-look- 
ing turntable, easy to use and quite in 
place with its surroundings. If a table 
of this type were purchased from a 
standard manufacturer the cost would 
be from about $125.00 upward. The ap- 
proximate cost of construction of the 
complete cabinet is $17.00. 


T: TRANSCRIPTION turntable herein 


List of Material 


piece 34” plywood 223%” x 24” 
piece 34” plywood 223g” x 24” 
iron brackets 3” x 314” x 3” (See 
drawings) 

bolts, 54” x 8”, round heads 
iron angles, 90° type, 2” 
cabinet hinges with 34” off-set 
door fasteners 

134 x 134 wood stripping 

1” x 2” wood stripping 

screen door wood stripping 

nuts for 5” round head bolts 
black felt strips 24” x 434” 
black felt strips 2214” x 434” 
sheets of #1 flint paper 

sheets of fine sandpaper 

box fine steel wool 

2” paint brushes 

pint of turpentine : 

small can of wood putty 

pint paste wood filler, transparent 
pint enamel paint, medium gray 
% pint enamel paint, black 


ts Chief Engineer WIS, WIS-FM: Technical 
Director WIST, Columbia, S. C. 

1 Western Electric 5-kw AM transmitter 
405B2 console. 
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Y% pint clear varnish 
pint satin-finish varnish 
screws, small finishing nails 
small tube of cement 


The footing consists of two elongated 
“legs” running from front to back, 
each being twenty-three inches long, 
seven and one-half inches high and 
three and one-half inches thick, held 
into place with 90 deg. iron angles. The 
corners are more heavily sanded than 
the corners of the cabinet, first with 
course-grain and then smoothed with 
fine-grain sandpaper. All sections of 


the cabinet are held together with 
proper woodscrews, except as before 
‘mentioned. The heads are allowed to 
sink into the wood about ts inch so 
that wood putty can be used to cover 
them. Round-head bolts are used for 
the actual feet of the table, being 
5% x 8 inches. The heads protrude about 
¥% inch and can be used for exact ley- 
eling of the turntable cabinet. The bolt 
is secured first by a wood collar fas- 
tened to the footing about an inch 
above the bolt head. The other end of 


Pattern to facilitate layout of piece for economical cutting of plywood panel. 
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Side 


DETAIL _A 


Plans and elevations of turntable cabinet, together with details of metal parts needed for assembly. 


the bolt threads into a nut which is 
in turn welded to an iron bracket 
screwed tightly to the footing adjacent 
to the bottom of the cabinet, using six 
wood screws. 


Painting and Finishing 

Mix about five tablespoons of wood 
putty and fill in all screw and nail 
holes and small cracks, leaying the put- 
ty protruding above the surface slight- 
ly to allow for shrinkage while drying. 
After twenty-four hours sand the cab- 
inet thoroughly with #1 sandpaper and 
finish with fine sandpaper. 

Stir wood filler so as to mix well and, 
if necessary, add turpentine to obtain 
a consistency of thick cream. Using a 
two-inch brush, apply wood filler over 
all outside surfaces, brushing across 
the grain at all times. After five min- 
utes, to allow for absorption, rub with 
a large clean cloth across the grain, 
thus removing all excess wood filler. Do 
not use wood fillers that require no 
rubbing; they will not give the desired 
results. Allow filler twenty-four hours 
to dry. Now, using fine steel wool, go 
over the outside lightly, leaving a 
smooth, flat surface. 

Stir thoroughly a new can of gray 


enamel iin with % volume of tur- 
pentine is will allow the paint to 
flow mc eely. Apply one coat, using 
long ev okes with the grain of the 
wood. W cabinet is covered, stroke 
the edge -, to be certain no paint 
is runnit ow one full day for dry- 

lightly with fine sand- 


ing. Now 
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paper, go over the surface with a moist 
clean cloth, let dry and apply a second 
coat of gray enamel. When this is dry, 
work well with fine steel wool, wipe 
with a moist cloth, let dry and apply 
coat of satin finish varnish with new, 
clean brush. This last coat will tone 
down the lustre produced by the enam- 
el and give the cabinet a finished look. 

During the painting and drying 
cycles of the cabinet, the “legs” should 
be treated with wood filler just as the 
cabinet was and given two coats of 
black enamel, lightly sanding after the 


Bottom view. Note boltheads which 
have become feet for the cabinet. 
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first coat. The enamel should be 
thinned with turpentine in the same 
manner as the gray enamel. 

The turntable? shown in the photo- 
graphs is a well-known make, as is the 
pickup arm and head.? No cutout was 
shown for the turntable because differ- 
ent makes of turntable require dif- 
ferent size apertures. The motor switch 
shown is a standard 120-volt mercury 
switch mounted into the front with a 
standard chrome finish covering plate. 
The output from the pickup head is 
brought out through the under side of 
the top section and soldered to phone 
tips. These then slip into two phone 
tip jacks which are mounted on a Bake- 
lite strip near the top of the cabinet. 
Shielded wire is then used to carry the 
audio signal to the amplifier. This lead 
should be kept as far from the turn- 
table motor and 120-volt wiring as pos- 
sible. A separate heavy copper braided 
ground strap should be connected to 
the motor chassis from a good ground. 
Do not use the shield of the pickup 
audio lead for this or there will be 
hum induced by the circulating alter- 
nating currents. All wires should be 
brought out from the bottom of the 
cabinet to be as inconspicuous as pos- 
sible. The large space in the bottom 
of the cabinet can be used for record 
or transcription storage by mounting 
shelves inside. If this is contemplated, 
install them before painting and finish- 
ing to ensure a neat construction job. 


“Rek-O-Kut Model G-2. 
3Astatic HP-16 with GE head. 
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UsT IN TIME for discussion here, I’ve had 

a most interesting delayed reaction on 

my January comments (general subject 
of the Fletcher-Munson curves) concerning 
tke relative levels of broadcast music and 
the announcer’s voice. Howard A. Chinn, 
Chief Audio-Video Engineer at CBS writes 
jn, sending along a 1947 article! describing 
complaints from radio listeners that—exactly 
the opposite of my contention—music was 
often found relatively too loud, the announcer 
or other yoices too low, and detailing a care- 
ful listener test that CBS staged to get in- 
formation which resulted finally in a whole 
new set of transmission standards being put 
into effect in 1946, designed in general to 
tone down the music, relatively, and bring 
up the voice. If you will read my article on 
p. 20 of the January issue, you will under- 
stand why Mr. Chinn writes me that he is 
“puzzled” that my observations seem to be 
the reverse of those made by his listeners 
and amply confirmed by his tests! (As you 
may have noted, I wrote that announcers’ 
voices were often too loud in relation to the 
music level.) Somebody appears to be off 
the beam, and when you see how method- 
ically and expertly CBS went about measur- 
ing its listeners’ preferences, you will suspect 
that it is this column that was befuddled. 

The answer to the contradictory viewpoints 
is quite simple. It all can be found on one 
little word “music” and in the phrase, “radio 
concerts, both live and broadcast from pho- 
nograph records” that I used. My trade be- 
ing what it is, you may guess that I meant 
so-called “classical music.” (Not that I 
would for an instant subscribe to the idea 
that all “classical” music can be usefully 
lumped together in any one category.) Mr. 
Chinn is referring to a body of music tech- 
nically quite different, as is indicated in his 
report. 

Now it may be beside the point to men- 
tion the sad dearth on the air (from the 
musician’s viewpoint) of that enormous 
wealth of music of a thousand varieties, new 
and old, that is lumped as “classical.” J 
don’t know what the percentage of “class- 
ical” music on the air is, whether 5 per cent 
or .005 per cent—more likely the latter. In 
Mr. Chinn’s listener test the percentage was 
not even that. It was, as far as I can gather, 
zero per cent. No criticism at all—for the 
test, after all, was a practical one, based on 
the average radio program. The test included 
popular music (theme music, songs with 
erchestra), music to go with a comedy quiz 
show, a radio drama (bridge music, ete.) a 
comedy-variety show, and a crime drama of 


*279 W. 4th St., New York 14, N. Y. 
1Proceedings of the I.R.E., Dec. ’47, “New 
C.B.S. Program Transmission Standards.” 
Reprinted as CBS Gen. Eng. Dept. Publi- 
cations E611-H. 
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the more ghastly sort; most of it was thickly 
interspersed with spoken passages. The long- 
est complete ~ slice—voices-and-music—was 
eight and a half minutes, the shortest was 
two minutes and 17 seconds. There was no 
semblance of a “concert” in this except pos- 
sibly the popular music, presumably unin- 
terrupted by speaking- voices for three min- 
utes at a time. Given this typical radio ma- 
terial, and it was of course deliberately 
chosen as typical, Mr. Chinn got the reaction 
exactly opposite from mine, and there is not 
the slightest question that he was right in 
his conclusions. 

But I was not speaking of this music. Per- 
haps I was wrong in limiting myself to the 
tiny minority of radio programs that can be 
labeled “concert.” But remember that in the 
field of recorded music the classical (let’s 
omit the quotes for convenience! ) is of much 
greater relative importance than in radio 
and this for a simple-reason: not because 
the record people are more virtuous or more 
highbrow than the hard-boiled radio men, 
but because in the record field classical mu- 
sic can make money; in radio it very seldom 
can. And this, because radio depends on a 
super-mass audience of enormous size and 
a microscopic return per listening head, nor 
can it please more than one audience at a 
given moment; whereas records may he prof- 
itably channeled to many smaller and more 
select audiences without interfering in the 
least with simultaneous larger mass audi- 
ences. When I said that radio concert music 
was often plagued by announcers’ voices at 
far too high a relative level (again, see the 
January issue for reasoning behind this) I 
spoke of the sort of music that lasts, un- 
broken, for anywhere from fifteen minutes 
to an hour. In such broadcasts the listening 
conditions, the listeners’ minds, interests, 
tolerances, are utterly different than in lis- 
tening to the radio programs used in Mr. 
Chinn’s test. More important, the music it- 
celf is utterly different. 

Given this style of musical program, 1 
think my observations, the reverse of Mr. 
Chinn’s, will prove sound. And so there is 
no contradiction, but rather, one more ex- 
ample of how careful we must be, in this 
doubtful area where music and psychology 
overlap into engineering, not to omit some 
vital variable in our calculations, as I did 
in calmly ignoring the rest of radio! 

Let me detail a few more specific items 
or difference in the conditions of Mr. Chinn’s 
programs and mine. 

1. There is an actual physical difference 
between the average symphonic or “chamber” 


(horrid word!) work and the average popu- 
lar or incidental dramatic music. Though 
radio uses some quite large orchestras mak- 
ing plenty of phons, the average volume 
level is, for continuous music, fairly uni- 
form. That is part of the popular and light 
symphonic style. Much music of other pe 
riods, however, features enormous dynamic 
ranges, notably music such as that of Bee- 
thoven or Tchaikowsky. That music was writ- 
ten, first, for uninterrupted, concentrated 
listening; and, second, for live concert per- 
formance with every bit of the dynamic range 
counting. Most present day light or popular 
music is written, perhaps unconsciously at 
times, with an electronic sound in mind and 
with radio or recorded dynamic possibilities 
strictly in effect. Classical music, even cham- 
ber music for a small group of instruments, 
benefits enormously in the direct listening 
from high volume levels that give a real- 
istic approximation of the actual musical 
level,;. non-radio, as the composer intended. 
Most serious music listeners—with a notable 
exception to be mentioned in a moment— 
will give Beethoven all the volume that the 
reproducing instrument can take with reason- 
able distortion (often in spite of dreadful 
distortion). The longer the piece is—the 
longer the freedom from the sound of a 
broadcast voice—the more likely is the mu- 
sical volume to creep up to the high level 
the music itself demands, for those who 
know it. Hence, when, after a long voiceless 
interval, as in a symphony, the announcer 
suddenly comes in (speaking, as always, in 
a low voice, close to the mike) his tones are 
stentorian! For the rest, see the Fletcher- 
Munson observations in the January article. 

In contrast to this, the average radio pro- 
gram has music that by its very nature does 
not demand a high level, since it was ex- 
pressly written for radio-style listening. 
Equally important, the music is short; there 
is never very long between voices speaking. 
The mind keeps the sound of the speaking 
voice to the fore and the radio level is ad- 
justed to it. In all but the straight popular 
music program, in all the varieties of com- 
edy, drama, quiz show, crime show, the 
speaking voice is far the most important item 
for listening attention. Music is incidental 
and must at all costs keep it place. Hence 
Mr. Chinn’s accurate observation that in 
such programs—the very backbone of radio 
—imusic must not be too loud, voices must 
be kept well up in level. 

2. But there is one condition which to my 
mind would bear a lot of investigating both 
in the area which was covered by the CBS 
tests on relative levels and my own classical 
music area. Some radio listening is done di- 
rectly, in silence—that is, listener silence. 
A great deal more of it is done indirectly, to 
the accompaniment of conversation. Still an- 


[Continued on page 34] 
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Response +2.5 dh, 40 cps to 15 kc. 
Qutput-46 dh. 


You’ve wanted microphones like these! 
Performance meets the highest FM and AM broadcast 
standards. The bass end is smooth and flat. 
The highs are particularly clean and peak-free. Construction is 
extremely rugged and shock-resistant. Has E-V Acoustalloy 
diaphragm, Omni-directional. Each microphone 
individually laboratory calibrated and certified. Try one. 
Compare it with any mike in your own studios. 


Write for full facts today! 


Sleche Vorc. 


ELECTRO-VOICE, INC., BUCHANAN, MICHIGAN 
Export: 13 E. 40th St., New York 16, U. S. A. Cables: Arlab 


New ‘‘650” 


Response +2.5 db, 

40 cps to 15 ke. 

Output —46db. 

External Shock Mount. 
Impedance Selector 
HList+Prices2 $150 


New “645” The “635” 
Response +2.5 db, Response +2.5 db, 
40 cps to 15 ke. 60 cps to 13 ke. 


Output —53 db. 
Impedance Selector. 

For Hand or Stand. 

List Price..........$60 


Output —50 db. 

External Shock Mount. 
Impedance Selector. 

List Price.........$100 
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NEW PRODUCTS 


ne old order changeth—and instead 

of only one phonograph turntable, the 

user now requires three, or will with- 
in a few weeks. Many dual-speed changers 
are already available, but for those who 
either do not have the space for additional 
units or who wish to avoid the complica- 
tion of such equipment, the new Micro- 
verter provides one solution, making it pos- 
sible to convert a 78 rpm record player or 
changer’ directly to 33-1/3 rpm operation 
in very few minutes. The Microverter con- 
sists of two units—one being a planetary- 
geared turntable which is simply placed on 
top of the regular 78-rpm table. An exten- 
sion arm projects beyond the rim of the 
turntable, and when operating at 18 rpm, 
rotates along with the two tables. A sepa- 
rate playback arm on its own mounting is 
attached to the motor board at the side of 
the turntable. This mounting has a slide 
which performs two operations—one being 
mechanical and the other electrical. In the 
normal position, the regular playback arm 
is connected to the amplifier, and the slide 
is out of the way, permitting normal oper- 
ation of the turntable at 78 rpm. In the 
long-playing position, the slide engages the 
arm on the turntable, causing the planetary 
to function and the upper turntable then 
rotates at 33-1/3 rpm. Movement of the 
slide to the long-playing position discon- 
nects the regular playback arm and con- 
nects the microgrooye arm to the amplifier. 
® For those who use transcription-type 
turntables, or who shun the conventional 
record players for one reason or another, 
a new Trionic arm is shown by Clarkstan 
Corporation, 11927 West Pico Blvd., Los 
Angeles 34, Calif. This arm is so arranged 
that the cartridge can be replaced instan- 
taneously without soldering, using silver 
plated plunger contacts to make connec- 
tion with the cartridge pins. The arm will 
accommodate any pickup cartridge, mag- 
netic or crystal, not over 34-in. wide, and 
a thumb screw clamp holds the cartridge 
in place. A quick-acting weight adjustment 
provides for the range from 5 grams up, 
and the arm is available in two sizes—one 
for a maximum of 12-in. records, the other 
for transcriptions of 16- or 17-inch diameter. 
e Using the new Titone ceramic pickup 
principle introduced last year, the Sono- 
tone Corporation recently exhibited a new 
universal pickup which employs dual points 
set in one stylus in a side-by-side arrange- 
ment. The change from standard to long- 
playing points is made by the flip of a 
lever, which can also change the pressure 
with which the stylus contacts the disc. The 
Titone pickup, which uses a barium tita- 
nate ceramic for the piezo-electric element, 
is unaffected by temperature or humidity, 
and is thus capable of giving consistent 
reproduction throughout the year, regard- 
less of weather conditions. 
¢ Incorporating a new wrist action pick- 
up arm which accommodates two needles 
on a reversible head, a new transcription 
player has just heen announced by the Cali- 
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Clarkstan Corporation 


Sonotone Corporation 


See) 


Elken Splicer 


Knight Wire Recorder 


fone Corporation, 1041 N. Sycamore St.. 
Hollywood, California. 

e Eyer try to play vinylite records in dry 
weather in a room where there was much 
dust? A new product known as Anti-Static 
No. 79 is a liquid which is either sprayed 
or wiped onto any surface which is prone 
to generate static. The liquid is non-inflam- 
mable, fast drying, and when dry is non- 
visible, yet it effectively prevents the crack- 
ling noise often noted when reproducing 
this type of record. It is also useful for 
acetate masters, and when sprayed or wiped 
onto meter faces prevents the effect of static 
on the indication. Another use is to prevent 
dust attraction on—you should forgive the 
expression — television tube masks and 
lenses. 

e Now is the time for all good manufac- 
turers to come to the aid of the tape re 
cordist—which they have done with a vim. 
One of the handiest devices to appear is 
the E-Z-CUE, a product of the Accessories 
Division of Amplifier Corp. of America, 
398-4 Broadway, New York 13, N. Y. The 
E-Z-Cue is a counter. which indicates the 
number of revolutions of a wire or tape 
spool, reversing as the spool does, and show- 
ing the exact position of the wire or tape 
at any time. At average speeds, this device 
maintains accuracy within approximately 
one second of recording time, and is a genu- 
ine time-saver where much indexing or edit- 
ing is. necessary. Along with full informa- 
tion on this deyice, the manufacturer is 
also distributing a 12-page booklet answer- 
ing “99 Questions Most Often Asked About 
Magnetape Twin-Trax Recorders,” the title 
of which thoroughly describes the contents. 
e Built along the same lines as an 3- or 
16-mm film splicer, the new Elken tape 
splicer makes perfect cuts and patches on 
magnetic tape, saving from one to five mi- 
nutes over the conventional method. Splices 
made on this machine are not readily de- 
tectable by the naked eye, and the joints 
pass over playbackheads without any audi- 
ble evidence. The Elken Splicer is distri- 
buted by W. V. Stancil Co., manufacturers 
of wide-range magnetic tape recorders. 
located at 1016 N. Highland Ave., Holly- 
wood, Calif. 

e The new Knight Wire Recorder, a 
product of Allied Radio Corporation, 833 
W. Jackson Blyd., Chicago 7, Ill. is a low- 
priced combination instrument which fea- 
tures simplicity of operation, and serves al- 
so as a phonograph playback unit, wireless 
phonograph oscillator, or a PA system. 

e There is always room for more good 
equipment on the market, and more is con- 
stantly being announced. Fairchild is add- 
ing to its line of broadcast equipment with 
an NAB recording equalizer, either with 
or without an amplifier mounted integrally; 
a standard yu-meter panel providing three 
inputs; and a new diameter equalizer for 
dise recorders. This latter item has an in- 
sertion loss of 10 db, and is arranged to 
sive a maximum boost of 8 db at 10,000 


[Continued on page 45| 
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MODELS 


FIVE NEW 7” MODELS 


P7-T ST-804 P7-T ST-807 
P7-U ST-806 F7-T ST-809 
F7-U ST-808 


FIVE NEW 6”x9” OVAL MODELS 
P69-S ST-812 P69-T ST-811 
P69-V ST-810 F69-T ST-814 
F69-U ST-813 


ONE NEW 51%,” MODEL 
P525-V _—ST-803 


The addition of these new models brings the 
number of speakers in the Jensen Standard 
Series to fifty-three — the most complete array 
in speaker history. In addition are the Jensen 
Concert Series, Special Series, Coaxial, and 
Professional Series. There is a genuine Jensen 
available for every purpose. 


Write for Catalog 1010-F 


ensen 


MANUFACTURING COMPANY 
Division of the Muter Company 


6633 SOUTH LARAMIE AVENUE 
CHICAGO 38, ILLINOIS 


In Canada: Copper Wire Products, Ltd., 351 Carlaw Ave., Toronto 
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_ OF THESE MICROPHONES 


HAS THE SUPER-CARDIOID 
PICKUP PATTERN THAT 


REDUCES FEEDBACK BY 


Pm 


0 


bys 


THE FAMOUS “55” 
UNIDYNE DYNAMIC 


Unidirectional Microphone. This superlative 
dynamic microphone is a Multi-Impedance 
Microphone —you can have either High, Me- 
dium, or Low Impedance simply by turning 
a switch! Because it is a Super-Cardioid, the 
“Unidyne”’ kills Feedback energy by 73%— 
making it possible to use under the most 
difficult acoustic conditions. The “‘Unidyne” 
is probably the most widely used microphone 
throughout the world. Recommended for all 
Multi-Impedance Switch highest quality general-purpose uses. 
for Low, Medium or High 
Impedance. 


THE NEW "737A” 
MONOPLEX CRYSTAL 


Unidirectional Microphone. The ‘‘Monoplex” is the ONLY 
Super-Cardioid Crystal Microphone made. As such, it is 
undoubtedly the finest of all crystal microphones. (A 
comparative test will prove this statement convincingly.) 
The ‘‘Monoplex’’ employs the same type of acoustic 
phase-shifting network used in the highest cost Shure 
Broadcast Microphones. Has ‘Metal Seal’ crystal—will 
withstand adverse climatic conditions. Can be used in 
those applications where severe background noise would 
make conventional microphones practically useless! 


LIST PRICE 


$3975 


Licensed under patents of Brush Development Company, Shure patents pending. 


-SHURE BROTHERS, Inc. 


Microphones and Acoustic Devices 


225 West Huron Street, Chicago 10, Illinois ¢ Cable Address: SHUREMICRO 


REMEDIES in at 


MEASURING SET 


[from page 21] 
arrangement whereby a mechanism 
changes the load impedance control 
back in the direction of 600 ohms if the 
operator inadvertently attempts to go 
beyond the +42 dbm point on the meter 
multiplier. The VU meter in the load 
section presents a problem due to the 
falling characteristic, as mentioned be- 
fore. Unlike the source section, the fall- 
ing meter characteristic in the load 
section does not show up as a rise in 
response, but as an actual fall. An ad- 
ditional complication is that any equal- 
ization used must present a constant 
impedance (with frequency) across the 
load. The reason for this is that the 
equipment to be measured has a finite 
output impedance, and the load im- 
pedance should not change with fre- 
quency nor with a change in the setting 
of the load meter multiplier switch. If 
the impedance of this meter corrector 
changed with frequency, a different fre- 
queney response would be obtained for 
each setting of the load meter multiplier 
switch. An “L” network equalizer in the 
load circuit provides compensation for 
the meter frequency-response character- 
istics. Thus the load level is the alge- 
braiec sum of the meter multiplier con- 
trol setting and the meter indication. 


Meter Switching 


In this transmission set, a single 
meter is employed, and is switched by 
means of a shielded lever key from the 
source section to the load section. As 
the meter is removed from a section, 
a resistive load is substituted in its 
place to keep the level constant. Since 
the meter is used at, or near, zero VU 
in either position, the level difference a- 
cross the key is quite small. Figure 4 
is a complete simplified schematie of 
the actual circuit used. The functions 
of the jacks, keys, and other compon- 
ents are merely to perform the opera- 
tions outlined on the block diagram of 
Fig. 2. 

Shielding between sections is especial- 
ly important at the higher audio fre- 
quencies when there is a great difference 
in levels between the sections, as in 
testing high-gain amplifiers. With ade- 
quate shielding at the proper points 
the accuracy is maintained when level 
differences are at maximum. The pre- 
caution of adequate shielding and plae- 
ing of leads in making connections to 
equipment under test must be observed 


if the optimum results are to be ob- 
tained. 


Technical Data 


The curves of Fig. 5 illustrate the 
data taken on the set. Since the only 
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... thousands of Cancer patients are grateful to you! 


ES cai se aSo ss 


mae 


Your life—the life of everyone you know— 


od 
bless you, 
mister 


Cancer’s annual toll of 200,000 lives is grim proof of the need 
for your continued generosity. The money you contribute 

to the American Cancer Society helps pay for the 
development of methods of treatment which are now saving 
about one-quarter of the people who are stricken with 
Cancer... people who might otherwise have died. Your money 
supports the work of more than a thousand specialists who 
are fighting to find the cause and cure of Cancer. 

And it finances a vast education program that trains 
professional groups, tells the public how to reconnize 


Cancer and what to do about it. 


is at stake. Your investment can mean 


health and happiness to millions. 


Thank you...and God Bless You, Mister. 


just mail it to 


~ CANCER 
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Just write “CANCER” on the envelope 
containing your contribution. It will be delivered 
to the American Cancer Society office in your state. 
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YOURS FOR THE FIRST TIME 


A Moderate priced Cellular Horn 
that reproduces at HIGH FIDELITY 


If you've been looking for a high fidelity cellular horn, at a 
moderate cost, just listen to the clear true-to-life tones repro- 
duced by the new Racon two-cell high frequency horn and you'll 
agree your search is ended. 


Latest product of Racon advanced engineering, this all cast 
aluminum high frequency horn is logarithmically expanded as two 
horns to give the widest distribution angle. 


Power capacity of unit permits choice of cross-over point which 
makes best possible use of available cone speakers. 


Specially designed for flush mounting in any cabinet; small 
enough to fit into the horn console. 


Supplied with instruction sheets and cut out pattern for cabinet. 


Tweeter-Model #CHU2 Deluxe Aluminum casting 


List Price $37.50 
Tweeter-Model #CHUI Standard Acoustic Cloth 

List Price $30.00 
Simple Capacitor Network—#CON-15 

List Price $ 9.00 © 
Variable Audio Taper Resistor Capacitor Network— 

#CON-I5R List Price $11.00 
Resistive Capacitor Inductive Network—#CON-20 

List Price $22.50 


Write today for our catalog 


RACON ELECTRIC CO., INC. 


52 E. 19th Street., New York 3, N. Y. 


Speakers 
Horn Onits 
Horns 


transformer used is a 1:1 isolation 
coil, there is no change in frequency 
response between the various impedance 
steps. To simplify the curves only 600- 
ohm values are given. ‘The same per- 
centage ratios will hold for the other 
impedances. Curve A is ithe source 1m- 
pedance looking back into the set from 
the Source jacks, with attenuation dials 
set at maximum. Curve B is the load 
impedance looking into the load jacks 
with the meter range switch set at +-42 
Gurve C is the frequency characteristic 
of the source section. In taking this 
data, the VU meter was held constant 
and the source voltage across a resis- 
tive load was recorded. Curve D is the 
frequency characteristic of the load 
section. To obtain this data, the source 
was a zero-impedance generator (volt- 
age held constant) feeding through a 
600-ohm resistor into the Load jacks. 
Curve E is the overall frequency re- 
sponse characteristic taken by holding 
the source VU meter constant and re- 
cording the indications of the same 
meter across the load. Curve F is a 
measure of the shielding of the isola- 
tion transformer Ti and the impedance 
matching network in the source section. 
This leakage was measured by holding 
the input level constant and varying the 
frequency. The leakage voltage was 
measured between the Source jacks 
(tied together) and ground. Note that 
the leakage increases with frequency. 
The db leakage is additive with the db 
loss; for example, if there is a 60 db 
loss in the controls, and at 15 ke there 
is 60 db leakage, then the leakage is 120 
db below the input level. Another way 
to consider this is that at 15 ke if the 
leakage is down 60 db at 15 ke, the error 
in measurement may be off by one part 
in one thousand (corresponding to 60 
db) due to this leakage. The leakage 
measurement represented in Curve F 
is for overall source section, including 
wiring, the transformer, and the im- 
pedance matching network. 


This simplified transmission measur- 
ing set was developed to provide a popu- 
lar priced instrument for small station 
and laboratory use. By this simplifica- 
tion, the overall accuracy is actually 
better than that found in many more 
complex sets. 


AUDIO AMPLIFIER 


[from page 10| 


Early models of this amplifier man- 
ifested a variety of motorboating. Be- 
cause of the low impedance of the out- 
put stage, and its consequent control 
of the power supply voltage, in-phase 
motorboating is likely to occur due to 
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the push-pull tubes acting as if they 
were in parallel. The first model using 
this circuit had the lower ends of the 
2400-ohm driver bias resistors con- 
nected directly to minus 350. Motor- 
boating occurred even with only the 
drivers and output tubes plugged in. 
This can be explained by regarding the 
minus 350 as the reference point, with 
ground moving up and down in volt- 
age, depending on the drain by the out- 
put stage on the power supply. Ground 
is coupled to the grids of the drivers 
through various capacitors and resist- 
ors. A negative pulse on the grids of 
the drivers will cause the grids of the 
output tubes to become less negative, 
causing greater drain on the power 
supply. Ground and the grids of the 
driver will thus become more negative, 
and motorboating results. This inter- 
esting but undesired phenomenon was 
eliminated by inserting a 15,000-ohm 
resistor between the 2400-ohm bias re- 
sistors and minus 350, and connecting 
a 40-uf capacitor from the junction to 
ground. As it is now connected, when 
ground moves up and down both the 
grids and cathodes move with it, and 
the output is practically zero. 


Speaker Damping 


The primary purpose in the design 
ot the amplifier was to achieve unusu- 
ally good damping. This has been car- 
ried to such an extent that the limit- 
ing factor is the d-c resistance of the 
output winding, less than one ohm. The 
cleanness of reproduction obtained is 
definitely noticeable. A good demon- 
stration is side 4 of Columbia’s “Young 
Person’s Guide to the Orchestra”, 
which has excellent low notes as well 
as the crack of a whip near the end of 
the record. The extreme low frequencies 
are more naturally reproduced because 
of the added control of the voice coil. 
There is no muddiness. Another test 
ot the damping, somewhat analogous 
to definition in a camera lens, is the 
separation of rapidly rolled drumbeats. 


It is usually suggested that the out- 
put of a tweeter be reduced by means 
of a resistor network, because it is 
higher in efficiency than a woofer. In 
listening tests it has been found tenta- 
tively that the introduction of a re- 
sistance in series with a good compres- 
sion type tweeter reduces its sharpness 
and clarity, making it sound like an 
ordinary cone type tweeter. It is thus 
suggested that other methods might be 
tried, such as multiple tweeters spread- 
ing the sound more widely, for ex- 
ample. 

The amplifier is used primarily in 
our “Gilson”, a radio-phonograph ‘com- 
bination using a Jensen 18-inch thea- 
tre speaker with two Jensen tweeters. 
Passably good reproduction can be ob- 

tained, however, even with a 15-inch 
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Viamonds cost less ; 


ICK-UP cartridges equipped with 

diamond styli may cost more than 
sapphire or metal stylus cartridges, ini- 
tially, but the useful life of a diamond 
stylus cartridge is so much greater than 
the difference in cost that, from the view- 
point of length of service, listening pleas- 
ure and record life, diamond styli car- 
tridges are cheapest by any comparison. 


For those who want and demand the 
highest quality record reproduction and 
who don’t want their records chewed up 
by being played with worn styli, the 
values of a Pickering Diamond Car- 
tridge will prove most significant. 


The diamonds used 
for the stylus of Pick- 
ering cartridges are 
whole diamonds and 
not splints. They are 
more resistant to damage 
than any other stylus gem 
material (sapphire, ruby or 
diamond splints). They are 
well cut, gem-polished to 
high accuracy and precisely 
mounted to ride smoothly in 
the groove walls, reproducing 
all the fine modulations which 
can be pressed into modern re- 
cordings. 


Pickering Diamond Cartridges are 
unique—their supremacy is unchal- 
lenged. They meet the exacting 
requirements of the most critical 
listener who wants to hear the 
realism and brilliance original- 
ly recorded and which makes 
record playing such a pleas- 
ure. The design and manu- 
facture of Pickering Dia- 
mond Cartridges include 

all known factors which 
minimize record wear 
and eliminate unpleas- 
ant, annoying sounds 
while recreating the 
quality, brilliance 
and realism of the 
original recording. 


Pickering Diamond Cartridges are 
good for thousands of playings . . . 
compared with hundreds for sapphire 
and less for metal styli. An authority 
writing on wear resistance of stylus ma- 
terials, states— “. . . the ratio of wear 
resistance between diamonds and sap- 
phires is 90 to 1 in favor of diamonds.” 


Pickering Diamond Pick-up Cartridges 
are true gems for record playing . . .. 
and cost less. 


Model D-120 for transcriptions and 
lacquer discs 


Model R-150 for phonograph records 
Model D-140 for microgroove records 


Order your Pickering Pick-up Cartridges 
from your favorite jobber. 


PICKERING 


& COMPANY, INCORPORATED 
OCEANSIDE, NEW YORK 
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PERCENT TOTAL HARMONIC DISTORTION 


OUTPUT IN WATTS 


Fig. 5. Total harmonic 
distortion vs output at 
50 cps. 


oe) 
PT6A 


PROUDLY 
FINE RECORDING COMBINATION 


PRESENTS THIS 


MAGNECORD TAPE RECORDER *™. 


WWW 


speaker designed for home use, because 
ot the control of the voice coil. 

The frequency response is shown in 
Fig. 4, the total harmonic distortion 
in Fig. 5. The deviations shown cannot 
be detected by the ear. 

Figure 6 shows oscillograms taken 
from the 16-ohm voice coil of a 15-inch 
speaker. The response to a square wave 
at 200 eps is shown at (A), at 5000 cps 
at (B). 

The effect of damping is demon- 
strated at (C) and (D). A 0.5-volt d-e 
pulse is applied to the input, produc- 
ing a transient, the shape of which de- 
pends on a number of factors. (C) 


Made by Magnecord, Inc., Dept. D., 360 N. Michigan Ave., Chicago 1, Ill. i 


Basic tape recorder, excellent quality for music, in use now in hundreds of broadcast . § 


stations and recording studios. Low distortion .and wide band reproduction, two 
speeds, 7Y)” and 15”, high speed rewind. Frequency response +°2 db 40 cy to 15 | 
ke, Synchronous motor drive. Combines with amplifier PT6-P, combination record- ; 
playback-remote with 3 mike inputs. Built-in monitor speaker plus headphone jack. 
Pre- and post-emphasis cuts in according to use. Line output 600 ohms, 1 ma, into \ 
Magnecorder head. Many other features, too many to list. Write for literature, or : 
better still, come in for a demonstration. With 15” plug-in recording equalizer. 
i 


(C) (D) 


Fig. 6. Oscillograms of output for va- 
rious input signals: (A) 200-cps square 
wave; (B) 5000-cps square wave; (C) 
0.5-volt d-c pulse at input, speaker 


Magnecord PT6-P Portable Ampli- - 
connected normally; (D) same signal as 


fier, with case, interconnecting 


Magnecord PT6-A Recorder....... 6278.00 


equalizer 


Yi 


103 W 
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est 43rd St. 


72," plug-in recording 


Y) 


-, New York 18, N. Y. 


18.75 


Now Used By - - 


cords and plugs 


All in stock: for immediate delivery... 
All prices Net, F.O.B. New York and 


subject to change without notice. 


$462.00 | 


WG 


at (C), but with 10-ohm resistor in series 
with voice coil. Last two oscillograms 
show effect of damping. 
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KEN] WJHP WCCP WREN KXLF WFDR KYAK 
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oat Vee el ies oe Saye oe exponential return as the coupling ca- 
KLZ  WLRD + W6ST WDTR KOIL KFLW  WIRJ Pagitors » disc Bae eye AD) 4 See ohas 
KUSC WCOA WhBI KNUJ. WOW KWSC. WJZM resistor has been connected in series 
KFMV WRUF WAAF KSUM WRAL KBRO WSIX with the 16-ohm voice coil. The poten- 
Se Nees ns aioe AN prey WJHL tials produced by the marked overshoot 
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other huge chunk of listening is done as an 
incidental to other foreground activity, read- 
ing for instance; phonographs similarly. 

It is my contention that in every field of 
radio and in listening to recorded music as 
well, these different types of listening pose 
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utterly divergent listener problems. I sug- 
gest that. Mr. Chinn’s tests of listener rela- 
tive volume preference might have been ap- 
plied interestingly not only to the first con- 
dition, but to the more prevalent second 
and/or third conditions: Let’s face it: people 
practically never listen to the radio in silence 
and with direct attention thesé days! Some- 
thing else almost always shares the listener’s 
direct attention, and all too frequently mo- 
nopolizes it except for that priceless sub- 
conscious mind which, as the ad men know 
only too well, hears everything and especial- 
ly the commercials! 

Just how CBS could re-arrange its 1945 
listener test to cover the listening housewife 
at her Monday laundry or the family sitting 
at dinner with the radio going is more than 
1 can imagine—but the situation is certainly 
a normal one. And equally normal is the 
listener to classical music who prefers it as 
a quiet background, to reading, napping, or 
especially, to conversation. I have just spent 
an afternoon (Sunday) during which two 
Mozart violin sonatas, five Mozart opera arias, 
the Brahms Clarinet Quintet, and a Haydn 
symphony were played complete, on LP rec- 
ords, to a constant accompaniment of econ- 


versation and Sunday paper reading. The | 


volume level was discreet. The highs and lows 
were entirely missing and not missed. (The 
speaker was a 3” model in a table radio.) 
Yet to say that the music went unheard 
would be a gross misstatement. It was heard 
and appreciated. There would have been ob- 
jections to its being turned off. I have heard 
innumerable Sunday afternoon Philharmonic 
broadcasts come through the same little 
radie, under the same conditions. 

In this sort of listening the desirable 
characteristics of reproduction are strikingly 
different from those we might outline for 
direct listening, in silence, with direct con- 
centration on the music. Both types exist 
widely among classical music lovers, often 
with one and the same person—such as my- 
self. With the one, we listeners want high 
volume, wide-range reproduction, a very large 
dynamic range, a maximum of good bass 
and highs, and this even at the risk of much 
hiss and scratch and rumble. With the other 
kind of listening, the listening-against-con- 
yersation (and do not underestimate this 
kind of listening) we want no highs, little 
dynamic range; we can get along perfectly 
without bass. Smooth, even performance is 
at a premium, regardless of the composer. 
And all that because we as a nation have 
developed the ability to listen to radio or 
records and do other things simultaneously; 
generally we find this easier to do than to 
listen directly, twiddling our thumbs the 
while. 

All of which, if you will think it over, 
adds up to a lot when it comes to the engi- 
neer’s simple decision—where shall I ride 
the gain when the spoken voice is being 
broadcast? 


RECENT RECORDINGS 


Tchaikowsky, Symphony No. 3 ("Polish"). 
RCA Victor DM 1279 (5) 

Royal Philharmonic Orchestra, Beecham. 

Tchaikowsky, Francesca da Rimini 


(Fantasia for Orch.) 
Columbia MM 806 (3) 


N. Y. Philharmonic, Stokowsky. 
@ For engineers who want a big orchestra 
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SHALLCROSS 
PRODUCTS 


Akra-Ohm Precision 
Resistors 
Combined Kelvin- 
Wheatstone Bridges 
Fault Location 
Bridges 
Kilovoltmeters 
Kilovoltmeter 
Multipliers 
Shallcross Variaten 
Attenuators 
Multi-Resistor 
Standards 
Portable Power 
Supplies 
Low Resistance Test 
Sets (Bond Testers) 

etc. 


AUDIO ENGINEERING ®@ MAY, 1949 


SELECTOR SWITCH 
FOR YOUR APPLICATION 


SHALLCROSS 


MANUFACTURING COMPANY 


Tailoring a selector switch to a specific ap- 
plication economically is not a job for en- 
gineers who only produce a few types oc- 
casionally. Modern switch engineering calls 
for plenty of “know how.” It calls for a back- 
ground of dozens of standard types from 
which adaptations can be made. Not the 
least important, it calls for highly special- 
ized dies, equipment and trained assemblers 
. . . All of which Shallcross offers in full- 
est measure. 


WRITE FOR SPECIFICATION SHEET 


Let Shallcross quote on your Selector Switch require- 
ments. Standard types, most of them subject to broad 
adaptations, cover switches for bridges, decade boxes, 
transformer tapping, resistor and capacitor parallel- 
ing, inductance tapping, television, and many other 
exacting uses. Ask for Form C-1. 


Dept. A-59 Collingdale, Pa. 


playing plenty of skillfully loud music, these 
two albums wall be of interest. For those 
who—musically speaking—like Tchaikowsky 
but would just as soon not hear the same five 
or six works over and over again, these two 
will also be of interest. The “Polish” Sym- 
phony, though a relatively early work, is full 
blown and as expertly put together as any 
later symphony of his, including all the 
stock Tchaikowsky effects, big climaxes, om- 
inous low-level passages, big, romantic tunes. 
“Francesca” for some reason not too often 
heard, is another “Romeo and Juliet”, quite 
similar to it, a tone poem based on a similar 
story of two lovers who die (via murder in 


this case!) and consequently it is replete 
with both love and woe. I find “Francesca” 
a striking piece, well above a lot of Tchai- 
kowsky in its dramatic impact. The Stokow- 
sky performance is exceedingly good, plenty 
emotional, but never slushy and sloppy, as 
Stokowsky has been known to be. The basic 
horror-theme, a short Wagner-like phrase of 
music, will give you the creeps. The Beecham 
interpretation is just a little bit sedate, for 
my taste, in the “Polish” symphony. 
Technically the recordings are similar, 
one being of British E.M.I. origin, out of 
Victor, the other Columbia domestic, follow- 
ing the European-style recording that Colum- 
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for all TV Cameras 


“BALANCED” TV TRIPOD 


Complete 360° pan without 
ragged or jerky movement is 
accomplished wit! effortless con- 
trol. It is impossible to get any- 
thing but perfectly smooth 
pan and tilt action with the 
"BALANCED" TV Tripod. 


Quick-release pan handle adjust- 
ment locks into position desired 
by operator with no "play" be- 
tween pan handle and tripod 
head . Tripod head mechanism is 
rustproof, completely enclosed, 
never requires adjustments, 
cleaning or lubrication, Built-in 
spirit level. Telescoping exten- 
sion pan handle. 


Write for further particulars 


FRANK C. ZUCKER 


| Camera Couiement ©. 


1600 BROADWAY NeW YORK CITY 


36 


Pat, Pending 


This tripod was engineered 
and designed expressly to 
meet all video camera re- 
quirements. 


Previous concepts of gyro 
and friction type design have 
been discarded to achieve 
absolute balance, effortless 
operation, super-smooth tilt 
and pan action, dependabil- 
ity, ruggedness & efficiency. 


Below: 
3 wheel portable 
dolly with balanced 
TV Tripod mounted. 
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RECORD LIBRARY | 
Music with interesting combinations 
of instruments, voices. 


Bach Arias. Aria. 
Bach Group (instruments, voices) ; Wm. 
Scheide. 
Vox 637 (4) 
*Beethoven, Septet, opus 20. 
B. B. C. Instrumental Septet.” 
RCA Victor DM 571 (5) 
*Brahms, Clarinet Quintet, opus I15. 
Reginald Kell, Busch Quartet. _ 
RCA Victor DM 491 (4) 
Grieg, Cello Sonata in A Minor. 
Raya Garbousova, Artur Balsam. 
Concert Hall AD (3 pl.) 
Hindemith, Sonata for Viola D'Amore and 
Piano. 
Milton Thomas, Sara Compinsky. 
Alco AC 204 (2) 
Mozart, Adagio and Rondo for Glass Har- 
monica, K. 617. 
E. Power Biggs 
oboe, viola, cello. 
RCA Victor 11-9570 (1) 
Mozart, Clarinet Quintet, K. 581. 
Reginald Kell, Philharmonia 
Quartet. 


(celesta), with flute, 


String 


Columbia MM 702 (4) 
Prokofieff, Overture on Hebrew Themes, 
op. 34. 
Wm. Nowinsky, vl., Vivian Rivkin, pf. 
and Strings. 
Disc 4020 (1 pl.) 
Stravinsky, Pastorale for Violin and Win 
Quartet. 
Joseph Szigeti, wind quartet. 
Columbia 72495-D (1) 
Pee Wee Russell Jazz Ensemble. 
Russell, Jackson, Dickenson, Casey, 
Palmer, Grauso. 
Disc 632 (3) 
Telemann, Trio Sonatas; Loeillet, Trio Sonata. 
Alfred Mann, recorder, Edith Weiss- 
Mann, harpsichord, Lois Wann, Oboe, 
Ernest White, organ. 
Technichord T-13 (4 10") 
Bach, Sonatas for violin and harpsichord. 
rice: Schneider, Ralph Kirkpat- 
rick. 
Columbia MM 719 (14) (2 vols.) 
*Bartok, "Contrasts", for Violin, Clarinet, 
Piano. 
Joseph Szigeti, Benny Goodman, Bela 
Bartok. 
Columbia MX 178 (2) 
Brahms, Violin Sonata No. 3, opus 108. 
Isaac Stern, Alexander Zakin. 
Columbia MM 730 (3): 
Brahms, Clarinet Sonata, opus 120. 
Benny Goodman, Nadia Reisenberg. 
Columbia MM 629 (3) 
Brahms, Piano Quartet No. 3, Opus 60. 
Alex. Schneider, violin; Milton Katims, 
viola; Frank Miller, cello; Mieczyslaw 
Horszowski, piano. 
Mercury DM 9 
Debussy, Danse Sacrée; Dane Hey 
Ravel, Introduction and Allegro. 
Marcel Grandjany, harp; RCA Victor 
String Orch. 
RCA Victor DM 1021 (3) 
Mozart, Piano Quartets No. I, No. 2, K. 
478, 493. a 
Budapest Quartet, George Szell. 
Columbia ML 4080 
Shostakovitch, Trio in E minor. oa pul 
Compinsky Trio (violin, cello, piano). 
a Alco A-3 (3) T-103 (1 16") | 
Villa-Lobos, A Festival of Brazilian Music. 
Braz. Festival Orch., quartet, Schola 
Cantorum, etc. 


RCA Victor DM 
*Pre-war recording. Ned Cae 


eee 
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bia has been doing. Both are excellent. The 
Columbia, I’d venture to say, has somewhat 
cleaner high tones, notably in the louder 
parts. Fine cymbal crashes, a wonderful after- 
reverberation of the cymbal at the very end 
of the work. The Columbia acoustics-plus- 
recording-curve give a somewhat heavier 
over-all sound, the British one (strangely 
enough) a lighter, more brilliant tone quality. 


Mozart, Divertimento in D, K. 251. 
Mercury DM 4 (3) 
Dumbarton Oaks Chamber Players. 
Mozart, Sonatas for Violin and Harpsichord 
Columbia LP SL-52 (2) 

Alexander Schneider, vl; Ralph Kirkpat- 

rick, harpsichord. 

Okay—you don’t like Tchaikowsky! Well, 
try these, then. The Divertimento is one of 
Mercury’s ultra-wide-range domestic record- 
ings (presumably single-mike technique). 
Its tonal qualities are most astonishing, par- 
ticularly for the first violin which, even 
though the acoustics are big and yery live, 
has an extraordinary “edge” to it such as 
I've not heard on a record before except, 
perhaps, the single-record Strayinsky Pas- 
torale (7304-M) from Columbia, which has 
had much notice given it in the last year or 
so. To tell the truth, I’m not sure this violin 
“edge”, on a record, adds to the musical ef- 

* feet; I find it rather distracting musically. 
But as an accomplishment of the recording 
art it is certainly unusual. Other instruments 
—oboe, two French horns, as well as strings 
—are admirably differentiated in tone. The 
music is of the casual semi-outdoor enter- 
tainment type of Mozart; for those used to 
big Romantic symphonies it may sound un- 
inspired at first; but the general gaiety and 
fine tone quality should put it over. 

The first (shellac) volume of the violin 
sonatas, played with the harpsichord instead 
of the now-usual piano, came out some time 
back, and was a model of wide-range “cham- 
ber” recording. Now, on LP, a new set of so- 
natas is added to the old, probably recorded 
at the same time and, as of the moment, this 
new set is available in the LP version only. 
In Mozart’s youth the harpsichord was still 
used more or less interchangeably with the 
developing piano, even though the two are 
in reality very different instruments of quite 
different capabilities and the piano is in no 
sense a mere improvement on the harpsi- 
chord. (Otherwise why the present return- 
engagement of harpsichord popularity, after 
a century and half or more!) Value of this 
recording is double: (1) Technically speak- 


ing, the harpsichord is far easier to record ~ 


than the piano and so relatively more effec- 
tive; it has littlé percussion, being plucked, 
and lots of tone-color highs. (2) Musically, 
the harpsichord’s strong, nasal tone color is 
closely related to that of the violin and 
hence, once. the unfamiliarity has worn off, 
the violin-harpsichord combination is easier 
to hear as a whole than the violin-piano mix- 
ture, which opposes utterly different tone 
qualities that, nevertheless, are supposed to 
“blend” in harmony most of the time. The 
inner mental ear must work the harder in 
order to “hear” the two as one. 


ScarlatHti-Tommasini, "The Good Humoured 
Ladies". (Ballet suite). 

, Decca ffrr EDA 92 (2) 

London Symphony Orch. Sargent. 

@ An interesting example of misplaced 
‘acoustics. This music is arranged for or- 
chestra from the brilliant and virtuoso harp- 
sichord sonatas of Scarlatti. Each is only a 
few moments long, packed with very rapid, 
clean, precise keyboard figuration; the same 
applies to the orchestral arrangements. In 
the characteristic ffrr liveness, with distant- 
mike style of pickup, these little sonatas lose 
‘ their crisp neatness, in spite of good play- 
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Choice of 626 Tubular Resistor Values 


IN STOCK 


Hundreds of other Stock Types, sizes and values! 


the Variety! . . the Range! . . the Quantity! 
Ready to Meet Your Needs Quickly! 


More Ward Leonard wire-wound resistors 
have been produced and used over more years 
than any other make. And records show that 
quite often a stock unit as the perfect answer to 
many an industrial need ... for application, for 
performance, for economy, for quick delivery. For 
example: there are 626 Vitrohm tubular stock 
values in fixed and adjustable types... and 
many others... promptly available! It pays to 
check into them... for your requirements. 

Contact your local Ward Leonard 
Authorized Industrial Distributor. 


Send now for handy 
Stock-Unit Catalog D-130 


Radio and Electronic Distributor Division 


WARD LEONARD ELECTRIC CO. 


53-R West Jackson Blvd., Chicago 4, U. S.A. 
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ing. This music should be done close-to, in 
a relatively dead, dry acoustic. 


Beethoven, An die Ferne Geliebte (Song 
le). 

re Mercury DM 8 (2 10") 

Wm. Horne; Franz Rupp, piano. 
® Also an interesting example of some- 
what misplaced acoustics. This is done with 
the Mercury liveness and single-mike tech- 
nique, but it seems to me to miss the mark. 
The voice, in such a large, liye studio, sounds 
rather thin, off-mike, even though diction 
comes through clearly thanks to extended 
range. In these intimate, fairly personal 
songs, a close-mike technique would bring 
over the singer’s personality and projection 
better, I would think. The piano accompani- 
ment, on the other hand, is superb with this 
pickup. (Not a serious criticism of the re- 
cording—it makes good listening; rather, 
merely a technical point of interest.) 


Mahler, Eight Songs. 
Columbia MM 809 (3 10") 

Desi Halban; Bruno Walter, pianist. 
© How could it have happened? The voice 
here is very nicely recorded, close-up and 
clear (as suggested above) though in a sur- 
rounding liveness that could be more live. 
But the piano—not only far too weak, but 
it sounds like a guitar or a zither somewhere 
in the background. Extremely poor piano 
recording, and of one of the most distin- 
guished artists of the day! Don’t ask. What- 
ever the reason, the piano sound must have 
run into yiolent distortion along the elec- 
tronic route somewhere; the peculiar plunk- 
ing sound might be sick transients—very 
sick? Try it and judge.for yourself—better 
still, compare it with the Mercury piano 
above. 


Music of the Navajo Indians. 
| Folkways 1401 (4 10") 
Recorded by Wm. Rhodes in cooperation 
with Bureau of Indian Affairs. 
Indian Songs of the Southwest. 
Candelario (4 10") 
(Apache, Hopi, Navajo, Taos) 
® Two unrelated but very similar albums 
of great interest. Engineers will find these 
striking examples of the change in quality 


| of portable recording now spreading through 


the scientific fields—we all know the charac- 
teristic “on location” recordings of pre-war 
days, distorted, scratchy, very limited in tonal 
range, blasting, badly microphoned, and 
so on. These new records, both albums, are 
printed with low surface noise; the record- 
ings, if not wide-range, are certainly well 
up to the average of good recording today 
(something to be heard without undue dis- 
tortion up to, say, 9000 at least) and the 
“acoustics,” control of recording leyel, mic- 
rophone placement, are astonishingly good 
considering what must have been the cir- 
cumstances. Of the two the Candelario job 
has the wider range, but the Folkways al- 
bum is not significantly different. 


Artistically (and as amusement) these 
show what few of us realized—how very ex- 
tensive Indian music still is and how com- 
pletely untouched it is by our “Western” 
ideas, in spite of its existence right in the 
middle of the U. S. If you want to scare 
the neighbors, try a few of these—but don’t 
fail to give them a serious thought, too. This 
isn’t play-music nor is it simple, crude or 
easy to perform. Far from it. The Candelario 
company is at Taos, N. M. Folkways Rec- 
ords (succeeds the Disc Company) is at 117 
West 46th St. N.Y.C. Some stores may carry 
the albums. 


French Organ Music {Widor, Gigout, Dupre, 
Alain, Vierne). / 

Columbia MM 802 (5) 
K. Power Biggs, (Organ of St. Paul’s 
Chapel, Columbia Univ.) 
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FILM PRODUCTION 
JEQUIPMENT 


Since 1926 S.O.S. has supplied lead- 
ing film producers with Studio, 
Cutting Room and Lab equipment. 
IN STOCK — Cameras, Lenses, 
Booms, Blimps, Dollies, Moviolas, 
Recorders, Printers, T.V. Back- 
ground Projectors, Processors, etc. 


—UNDER ONE ROOF. 


CATALOG 
“STURELAB” 


—listing over a thous- 
and ‘‘Best Buys’’ in 
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named ‘‘The Bible of 
the Industry’’ it’s worth 
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FREE copy now—edi- 
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Cinema Supply Corp. 


MULTIPLE 
VIDEOLITE 


Four 18” Alzac giant 
teflectors for T50/ 
2500W lamps, Mercury 
Vapor or 32000 Kel- 
vin. Numocushion stand 
raises to 8’6”. Head 
section will hang or set 
anywhere. Includes cable 
and casters. Entire unit 
folds compactly, 


$190 


With stand add $28. 
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FLASH! Famous Color-Tran Light Kits 


Now available at S.O.S. (Outside N. Y. area) 


Special Values for This Month 


2000W Fresnal spots with heavy yoke $ 57.50 
Arriflex motorized newsreel camera, 
Ours Lenses icc -sle io aie orcas bistro Meeene lone 795.00 
New Cine Special Blimp (Plus tax).. 295.00 
Neumade 16/35MM _ automatic film 
Cleaner sy src shoe ten sotatains fey sileme te feaede 194.50 


Houston 16MM KIA film processing 
machines (similar to Model 11) rebuilt 3485.00 
B and H automatic 16/35MM hot 


BDULGOL sot ensucsel'e ic oatepecmce eueiniaiiaeelerets 795.00 
16MM Sound Readers, amplifier, 

speaker, complete! [5.0.0 sini, « srsnels mie 47.50 
Bardwell McAlister 5KW_ Floodlites 111.75 
35MM Cinephone Recorder........ 495.00 
Synchronous Motors 1/12 H.P..... 39.50 


S.0.S. CINEMA SUPPLY CORP. 


Dept. G, 602 W. 52nd St., N. Y. 19, N.Y. 


VERTICAL LATERAL 


REPRODUCERS RECONDITIONED 
Types 9-A, 9-B, D-93306, MI-4856, MYI-4875-G 
Complete Stock of New Replacement Parts 

for All Types 


This service is being used by leading radie 
stations and wired music companies from 
coast to coast. Factory prices prevail. 
VIBRATION SYSTEMS, INC. 
1040 W. Fort St. Detroit 26, Michigan 
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AUDIO ENGINEERING SCHOOL 
A practical Audio Engineering course in 
Sound Fundamentals; FILM and MAGNET- 
IC Recording; Transmission Measurements; 
Monitoring and Mixing. Laboratories contain, 
Transmission Sets, Oscillators, Distortion 
Sets; Harmonic Analyzer; Intermodulation 
Analyzer and other eqpt. Recording Studio 
assimilating Broadcast, Motion Picture and 
Commercial Sound Recording. H. M. TRE- 
MAINE, Pres-Dir. 
Approved for Veterans and Foreign Visas. 


HOLLYWOOD SOUND INSTITUTE Inc 
1040-A No. Kenmore Hollywood 27, Calif. 
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® As organ recordings go, this one ranks 
high—even if the music is of the sort highly 
prized by organists and cordially disliked 
by a great many other people! If it did noth- 
ing else, this sort of music at least could 
show anyone what can be done with a high- 
powered super-organ, late 19th century vari- 
ety. The recording is very brilliant, resonant, 
with much stone-echoed high sound as well 
as the expected pedal lows, always useful 
for the engineer. 
® Though it is impossible to re-review the 
increasing list of reissues by Columbia in 
LP form, this column has no intention of 
belittling this phase of activity in favor of 
the strictly new releases. For the musical 
significance of LP, see this department in 
the March issue. Technically there is no 
doubt that many LP reissues are improved 
in quality over the original shellacs, in par- 
ticular those of pre-war recordings when 
dubbing (from 16” originals) was not as 
perfect as it is now. Here are some notable 
reissues of the last few months in the LP 
form, of interest both musically and for the 
sound-conscious engineer: 
® Recent (postwar) recordings: BEE- 
THOVEN, 9th Symphony (Phila. Ormandy); 
Leonore Overture No. 3. (Philharmonia, 
Kletski) SL-50 (2); “Ghost'' Trio op. 70 
({Busch-Serkin) ML 4218; Symphony No. 2 
(Pittsburgh, Reiner) ML 4085. BACH, Or- 
gan Music (Biggs) ML 4097; Sacred Arias 
and MAHLER, Songs of a Wayfarer (Brice) 
ML 4108. HANDEL, The Messiah SL-51 (3). 
MOUSSORGSKY, Scenes from Boris Godou- 
nov (Pinza, Met. Opera Orch. & Cho.) ML 
4115. DVORAK, Symphony No. 4 (N. Y. 
Philh. Walter) ML 4119. SAINT SAENS, 
Symphony No. 3 with Organ (N. Y. Philh. 
Muench) ML 4120. CHOPIN, Mazurkas for 
piano (Maryla Jonas) ML 2036. SIBELIUS, 
Symphony No. 2 (Phila. Ormandy) ML 
4131. MENOTTI, The Medium, The Tele- 
phone (operas: Ballet Society Production) 
SL-54 (2). STRAVINSKY, Symphony of 
Psalms ( a new recording) (CBS Symph., 
chorus, Stravinsky); Symphony in Three 
Movements (N. Y. Philh. Stravinsky) ML 
4129. GRIEG, Peer Gynt Suite No. |; LISZT, 
Hung. Rhaps. Nos. |, 2, (Phila. Ormandy) 
ML 4132. BRAHMS, 8 Hung. Dances; 
STRAUSS, Waltzes (Pittsburgh, Reiner) ML 
4116. CARNEGIE POPS PROGRAM [from 
single records) ML 4118. MUSIC OF RICH- 
ARD ROGERS (Kostelanetz) ML 4130. 
SPIRITUALS; ROBESON RECITAL (Paul 
Robeson) ML 4105. MORTON GOULD 
SYMPHONIC BAND ML 2029. MUSIC OF 
VICTOR HERBERT. ML 4094. STEPHEN 
FOSTER (Nelson Eddy) ML 4099. 
Pre-war recordings, newly dubbed—usual- 
ly with great improvement over original 78 
pressings. BEETHOVEN, Quartet No. 14, 
op. 131 (Budapest) ML 4106; Quartet No. 
15, op. 132 (Budapest) ML 4006. RAVEL, 
Quartet (Budapest) ML 4091; Le Tombeau 
de Couperin and MILHAUD, Le Boeuf sur 
Je Toit (Minneapolis, Mitropoulos) ML 2032. 
TCHAIKOWSKY, Theme and Variations 
(N. Y. Philh. Barbirolli) and Serenade in 
C major (Phila Ormandy) ML 4121. SHOS- 
TAKOVITCH, Symphony No. | (Cleveland, 
Rodzinski) ML 4101. BACH, Violin Concerto 
in E Major (Busch) and 2-violin Concerto 
in D (Busch-Magnes) ML 4002. etc... . 
Note that many of these are couplings of 
an older recording with a much more recent 
one, sometimes by the same orchestra, mak- 
ing for an interesting technical comparison 
from one side to the other. Columbia has 
finally come around to giving the original 
“Masterworks” number of each set, along 
with the new LP number, in its publicity— 
would have helped if they’d done it from 
the start. 
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SUPPRESSOR 
PREAMPLIFIER 


Also supplied in combina- 
tion with a high quality pow- 
er amplifier for custom and 
commercial installations. 


The Somerset Noise Suppressor is the practical answer to noise and needle 
scratch. Natural brilliance, realism and essential overtones are reproduced 
at all volume levels with noise reduced to the vanishing point. No unnatural 
tonal qualities are introduced in the reproduction. The Somerset unit can be 
used with most record players and FM or AM Tuners. 


SPECIFICATION S: 


115 volts, 50-60 cycles, A.C. 
40 to 15,000 c.p.s. 


01 volts input produces .8 volts output to volume control 
of .25 to | megohm. 


Power supply _ 
Frequency range — 
Gain _ 
Input sources — | magnetic or crystal pickups, and FM or AM detector 
output. 

2-6SL7GT, |!-6SK7GT, 1-6SJ7GT, 1-5Y3GT. 

Tae pntex azine 


Tube complement— 
Size of chassis — 


Installation and operation require no technical skill. Models with 


additional features for broadcast, recording and other 


professional uses are available. 


DEALERS _ JOBBERS This is the equipment that makes it easy 
to sell other high fidelity equipment. One demonstration of speaker, 
player or amplifier used with a Somerset Suppressor will clinch the 
sale of both. Cash in on this double-barrelled profit maker, now, by 
writing for full information, today! 


SOMERSET LABORATORIES, INC. 


1701 Palisade Avenue, 
Union City, New Jersey 
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FREQUENCY GENERATOR 


[from page 13] 
quency. The higher the frequency, 
the more nearly it approaches the 
sine form. 
For those who may be interested in 
building such a sweep generator for 
their own use, the schematic of the 


TO RELAY 


7 V. AG. 


AUricon- 


unit is shown in Fig. 17. The trans- 
parent discs may be obtained from 
the manufacturer, and with the cir- 
cuit shown, little difficulty should be 
encountered in constructing the gen- 
erator, because it is little more than 
a high-quality audio amplifier pre- 
ceded by a photocell circuit. The low- 
est satisfactory sweep speed of the 
average oscilloscope is of the order of 


1 MEG 


MOTOR 
3A 
145 V I 
#222. 
EXCITER 
LAMP 


Pr 


: 6mm Sound-On-Film Camera 


The ideal working tool for producing 


16mm talking pictures for television. 


High Fidelity... Guaranteed One Year 


Wéle tor Complete Information 


BERNDT-BACH, Inc. 


7359 Beverly Blvd., Los Angeles 36, Calif. 


MANUFACTURERS OF SOUND-ON-FILM RECORDING 
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20/sec, so the motor speed must be 
determined from this figure. The card 
is designed so that one half contains 
the sweep-frequency signal while the 
other half is unmodulated. Therefore, 
1/20 second is required for one-half 
revolution, or 1/10 second for a com- 
plete revolution. This indicates a mo- 
tor speed of 600 rpm. A simple idler 
arrangement may be necessary to ob- 


20 pf 
+ : Le) 


10,000 OUTPUT 


Fig. 17. Schematic of 
sweep generator de- 
scribed by the author. 


tain this value. The dise is mounted 
so that the low-frequency section pas- 
ses the slit first in rotational order, 
since most ’scope sweeps are from left 
to right and it is desirable to show 
the low frequencies at the left side 
of the screen. It is necessary that the 
shit be of the order of 0.5 mil in 
width, and of sufficient length to cov- 
er the entire modulated portion of the 
dise. 

The potentiometer, Rs, provides for 
compensating for slight photographic 
processing and other perturbations. 
This adjustment is set for flat output 
over the entire range, and should be 
made with simple resistive loads, or 
directly into the ’scope. A simple 
caution is offered with respect to the 
dises—they should never be touched 
while rotating because of the tendency 
to build up electrostatic charges which 
attract pieces of lint or dust, thus 
producing irregular patterns. 


Acknowledgement is made to Mr. Freder- 
ick P. Fox for his valuable photographic 
technical assistance in the preparation of 
the cards for the audio sweep generator. 


— LETTERS — 


[from page 4] 


by income from the pop record; they could 
not survive on Beethoven alone. Is there 
any reason why 80% of the market should 
take inferior engineering to please 20%? 
The tail is trying to wag the dog! Over 80% 
of the material on X will certainly not be 


used on 10” and 12” LP. 


As a matter of fact, the classical record 
field would be very well served by extension 
of 45 rpm to the larger size record. At 270 
grooves per inch it would be easy to record 
19 minutes on each side of a 12 inch record. 
The quality at every point would be superior 
to that on the LP at the same diameter. 

There have been conflicting reports on 
the music to music changing speed of X 
changers. The answer, of course, is that the 
time depends much more on the record than 
on the changer. With the change taking only 
1'4 seconds, any extra time is spent playing 
silent grooves. By a suitable choice of lead- 
out groove pitch, this can obviously be re- 
duced to any desired value. It has no rela- 

_tion to 45 rpm or to the changer mechanism. 

Competent observers have claimed a four 
second change. Others have observed the 
eight seconds Mr. Carduner notes. It is prob- 
able that, with time, the record will be im- 
proved in this respect. 


“STYLUS” 


AUDIO ENGINEERING SOCIETY 


[from page 18) 


The Chapter Constitution was rati- 
fied and officers were elected. The execu- 
tive committeemen elected were: Chair- 
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AUDIO ENGINEERS prefer TERMINAL 


gen omnes -. BASS-REFLEX CABINETS 
. UNFINISHED FURNITURE MODELS 


Finely grained hardwood veneers for beauty and strength. 
May be finished in natural or any desired shade. Will take 
high gloss or waxed finishes with that real furniture look. 
Supplied with 4 sound-absorbing pads, speaker mounting 
board, grille cloth and all hardware. 


HW-15U—For 15-inch speakers. Size 24” wide $ 
x 82” high x 1434“ deep. Net 39.95 


PEE rc ae $33.50 


HW-12U—For 12-inch speakers. Size 21144" 
wide x 30” high x 18%“ deep. Net 3 


UTILITY MODELS FOR VALUE 
& PERFORMANCE! 


Sturdy plywood construction, 54” thick throughout. Properly 
proportioned internal air space and escape port reinforces low 
tones, All cabinets are supplied with speaker mounting 
baffle boards, sound-absorbing pads, grille cloth, and all 
hardware, 


FOR 12" SPEAKERS 

12“ speaker cabinets measure 30144“ high 
x 21" wide x 1214" deep. Inside depth is 1114", 
12U—Unfinished, suitable for painting 


FOR 15” SPEAKERS 

15” speaker cabinets measure 3214" high x 
24” wide x 14144” deep. Inside depth is 1344". 
15U—Unfinished, suitable for painting 


% 16.25 
12B—In brown leatherette 19.25 ‘ 15B—In, brown leatherette.................: 
12G—In deep grey leatherette............22.95 15G—In deep grey leatherette.......... 


EICOR TAPE RECORDER 


The Kicor portable tape recorder rivals many higher priced 
models in superior design and fidelity. 


Two-track recording for a full hour on a standard % hour 
tape spool is only one amazing “high price” feature! You 
may record from microphone or directly from any radio. 
Convenient connections are provided for playback through 
a larger external speaker or through your own high fidelity 
amplifier, 


The well designed amplifier incorporates 5 
tubes: 2—6SJ7, 1—6J5GT, 1—6K6GT, 1— 
6X5GT. A neon volume indicator shows proper 
recording level.. Erasing is positive and clean, 
enabling tape of unwanted recordings to be 
used over and over again. Built-in 6” Alnico 
V speaker is excellent for playback and mon- § 
itoring. 


Fine craftsmanship and heavy .duty construc- 
tion is evident throughout. Hum and noise level 
is exceedingly low. Illustrated 24 page instruc- 
tion manual is furnished to help you enjoy the 
Eicor recorder to its fullest extent. 


Completely self-contained in a handsome rippled black 
carrying case with white trim, including high quality 
crystal microphone, 1 roll recording tape and connecting cable for 
radio recording. AC only. Compact in size and weighs only 27 
lbs. Price Z 


New prices for genuine Scotch brand Sound Recording Tape, manufactured by Minnesota 
Mining and Mfg. Co. 
#100 PAPER BASE “SCOTCH” SOUND RECORDING TAPE 


1 Reel, 6 Reels, 36 Reels, 144 Reels, 288 Reels, 
Size Each Each Each Each Each 
DEE MELO 2G a (oe? DY.) cvasssessees 3.50 3.15 2.80 2.45 2.10 
to ex GAO Ee ae ir) <corsoeasees 2.25 2.03 1.80 1.58 1.35 
#111 PLASTIC BASE “SCOTCH” SOUND RECORDING TAPE 
1 Reel, 6 Reels, 36 Reels, 144 Reels, 288 Reels, 
Size Each Each | Each Each Each 
Met ZOO NEC CAG NE: ) .0.0204200% 5.50 4.95 4.40 3.85 3.30 
yn! 'x 600 ft. (24 shr.).. +13.D0 3.15 2.80 2.45 2.10 


No. 111 “‘SCOTCH” Sound Recording Tape is designed especially for the critical user. It 
has a lower noise level with more uniform output than No. 100; other characteristics are 
the same. No. 100 and No. 111 in either 1200 or 600 ft. reels may be assorted to obtain 
quantity prices. Empty reels, 1200 ft. capacity, each 60c. 


TERMINAL is pleased to offer the McProud Speaker Chamber, a new corner cabinet for 
fine joudspeaker performance. Fine grained hardwood veneers, in easy-to-assemble kit form. 
Available for both 2-way speaker systems and 15” coaxial speakers. Write for illustrated 


catalog! 


FREE! 


WRITE FOR YOUR COPY OF OUR NEW 1949 
CATALOG OF HIGH QUALITY SOUND EQUIPMENT 


CORPORATION 
_ Distributors of Radie & Electronic Equipment 


RADAG 


85 Cortlandt St. New York 7, N. Y. Phone WOrth 4-331 1 
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JUST PUBLISHED! 


Complete, practical 
data on 


MAGNETIC 
RECORDING 


eee 


ra) 


= 


By S. J. Begun 
Chief Engineer, The 
Brush Development Co. 
300 pages, 6x9, 130 

illus., $5.00 


Here at last is the “low 
down” on one of the fastest 
growing electronic develop- 
ments in all of its design, 
engineering and experi- 
mental phases. MAGNETIC 
RECORDING acquaints you 
with every detail of modern 
equipment, brings you the’ 
latest information on appli- 
cations ranging from home 
entertainment to movies, 
broadcasting, professional] 
and amateur radio and spe- 
cial uses such as military 
speech scrambling. 


It Pays to Study the 


te burps0ray 2yavboy 


“w, 


F, 


f 


All about the 
theory, ty pes, and 
makes of record- 
ers, their appli- 
cations and 
performance 
measurement 


1. Short History 
of Magnetic 


Recording New Developments! 

2. Acoustic Factors G : 
Sf Macnetisn Acoustic and magnetic fac- 
tors are carefully explained. 
epee A-C and D-C biasing 
Recording methods, distortion factors, 
5. Components of reproducing heads, drive 
a Magnetic mechanisms and the various 
Recording recording media and meth- 
System ods of recording, reproduc- 
6. Magnetic ing, and erasing are discus- 
meats sed in detail. Particularly 
mile Aipaticgtione voF valuable are a_ complete 
” ‘Magnetic outline of recording devices 
Recording and how they are used; a 


helpful study of instru- 
ments for determining re- 
cording performance ; and a 
clear discussion of magnetic 
versus other recording 
methods. Book contains 

10; RH ee more than 130 diagrams 
Recording and illustrations. Use cou- 
Terms pon for 10 days’ free trial. 


Cash in on a know how of 


FREQUENCY MODULATION 


8. Instrumentation 
and Magnetic 
Recording 
Measurements 


9. The Magnetic 
Phonograph 


FUNDAMENTALS— = 
APPARATUS— 5 
SERVICING 


By Nathan Marchand 
448 pages, 6x9, over 800 
illustrations, 

Price $5.00 


FM in high-fidelity reception — fn 
all kinds of mobile communication 
systems —— and now in television — 
is a must subject for every oppor- 
tunity-minded serviceman. This book 
covers it fully —— theory and cir- 
cuits; transmitters, receivers, an- 
tennas; testing and servicing. ‘‘Will 
undoubtedly become a bible with 
every service man.’?’ — SERVICE 
magazine. 


It takes more than 
ordinary radio 
training to handle 
FM! This big book 
shows you how! 


Dept. AE-59, Murray Hill Books, Inc., 
232 Madison Avenue, New York 16, N.Y. 


Send me books checked below for 10 days’ examina- | 
tion on approval. In 10 days, I will either pay for 
the books plus a few cents postage or return them | 
postpaid. (Postage paid on cash orders; same return 
privilege. Books sent on approval in U. S. only.) | 
L) Begun MAGNETIC RECORDING, $5.00 

(Outside U.S. $5.50 postpaid) | 
L] Marchand FREQUENCY MODULATION, | 

$5.00 (Outside U.S. $5.50 postpaid) | 
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man, Robert Mitchell; vice-chairman, 
Myron Ehrlich; secretary, Hagop Hat- 
zakortzian; treasurer, Joel Fichman. 


Chairman also were elected for the’ 


following committees: Constitution, 
George Cohen; Program, Weldon Squy- 
res; Membership, Paul Bezold; Publici- 
ty, Peter Gacki. 

Plans for the immediate future in- 
clude presentation of student papers, 
appearance of guest speakers, inspec- 
tion tours of manufacturing and pro- 
cessing plants, and establishment of a 
Chapter reference library. 


® The Spring Educational Series of lec- 
tures sponsored by the Society on the gen- 
eral subject of Elements and Practice of 
Audio Engineering is well under way, with 
the lecture on Amplifier Design—the seventh 
in the series—to be given on May 5. These 
lectures are held at RCA Institutes, in New 
York City, and are regularly attended by 
about 95 subscribers. Remaining in the series 
are lectures on Attenuators and Mixers, 
Equalizers and Wave Filters, Amplifier and 
System Measurements, System Layout Phi- 
losophy, and System Layout Methods. 

The entire series was arranged by Lewis 
S. Goodfriend, Educational Advisor, and 
F. Sumner Hall, Course Chairman, and pre- 
sents as speakers a number of eminent 
authorities in their respective fields. 
® The report of the Publications Com- 
mittee was recently mailed to the members, 
together with copies of two papers prepared 
by different methods, and a ballot on which 
the members may register their preference. 
By the end of the month, it is expected that 
the final choice of a publication method will 
have been made, and- that news and papers 
of the Society will be in the hands of the 
members in a more regular fashion than 
heretofore. 

Members in the Cincinnati area who are 
desirous of forming a local section are re- 
quested to get in touch with W. J. Mahoney, 
3148 Queen City Avenue, Cincinnati 11. 


BOOK REVIEWS 


Magnetic Recording, by S. J. Begun, 
Vice President and Chief Engineer, The 
Brush Development Company. 244 pages. 
Murray Hill Books, Inc., New York. $5.00. 

Combining in an effective manner both 
the theoretical and practical aspects of mag- 
netic recording, this book is destined to be- 
come the basic reference work on the rapid- 
ly expanding electronic art of which it treats, 
aside from the fact that it is the first book 
on this subject to reach the market. 

Commencing with a history of magnetic 
recording and a complete bibliography reach- 
ing as far back as 1888, the book continues 
with a study of the basic factors involved. A 
review of the fundamentals of magnetism 
conditions the reader on the terms used and 
their relation to the whole theory of mag- 
netic recording, which is then covered thor- 
oughly. The chapter on components deals 
with the recording medium itself, as well 
as with erasing, recording, and reproducing 
heads and the drive thechanisms employed. 

The chapter on recording equipment is 
quite complete, and includes descriptions of 
a number of units of commercial equipment. 


SUBMINIATURE 


Equalizer 
Model 28 


Preampliifier 
Model 14 
+ + + 


DIRECTIONAL FREQUENCY RE- 
SPONSE characteristics of 640AA con- 
denser microphone are used to give bet- 
ter sound in recording, TV, and broad- 
casting, with compact new preamplifier 
of low power consumption and its asso- 
ciated equalizer. 

EQUALIZER removes 8000-cps peak 
of microphone used end on. Direct 
sound is transmitted flat, reflected 
sound with light high-frequency atten- 
uation, resulting in unusual presence 
and perspective. 

BALANCED OUTPUT eliminates hum 
pickup in microphone cable, a feature 
of particular interest to TV engineers. 
PREAMPLIFIER 
CHARACTERISTICS 

—55 dbm output for 
sound pressure of 1 
dyne/cm?”. 


Sensitivity: 


Response: Down 1.5 db at 50 
cps; down 0.9 db at 
20 ke. 

Output: 250 ohms, balanced. 


114” dia. x 6144” long. 
Only 10 ounces: 


Small Size: 


Light Weight: 


Another example of greatly improved 
performance through extensive exper- 
jence in subminiature techniques. 


OO: 


Audio Instrument Company 
1947 Broadway, New York i ur, 


"uu BETTER ECTHON EOuPuEN 
Pyea STANDARDIZED 


READY- 
TO-USE 
CABINETS 


CHASSIS 
PANELS 


Service Men, - 
Amateurs, and 
Manufacturers | 
because they’re 
adaptable, easy- 
to-assemble, eco- 
nomical. Beautifully 
designed, ruggedly 
constructed by spe- 
cialists. Famous for 
quality and economy, 


Write for Catalog. —— 


PAR-METAL 


PRODUCTS CORPORATION 


32-62—49th ST..LONG ISLAND CITY EVER Hom oe 


Export Dept.: Rocke International Corp. 
13 Eost 40 Street, New York 16 
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One feature of these descriptions is the line 
drawings showing the functioning of the 
mechanisms in their various operating con- 
ditions. Many applications of magnetic re- 
cording are listed and explained, and one 
entire chapter is devoted to instrumentation 
and measurement. The book closes with an 
evaluation of magnetic recording as a chal- 
lenge to the phonograph, and a glossary of 
terms. 

Each chapter is followed by a bibliography 
which should provide reading for many 
months, making a book which is invaluable 
to both the professional and the experimenter 


alike. 


Handbook of Chemistry and 
Physics, 31st Edition. 


Chemical Rubber Publishing Co., 2310 Su- 
perior Ave. N.E., Cleveland, Ohio. $6.00 


To appreciate how far this all-inclusive 
handbook has come in the last thirty years, 
it is only necessary to compare it with one 
of the earlier editions. For example, the 
eighth edition, published in 1920, had a 
total of 711 pages—the newest one has 2756. 
It is, without question, the father of reference 
books in its field, and this one volume will 
furnish most of the answers required by the 
average engineer or experimenter in any 
of the physical or chemical sciences. 

The first section is devoted to an unusual- 
ly complete collection of mathematical tables. 
This is followed by over a thousand pages 
of properties and physical constants of ele- 
ments, organic and inorganic compounds, 
and many of the newer synthetics. It is in 
this section that the advances in chemistry are 
shown most remarkably, since compared with 
the eighth edition, with its less than two 
hundred pages, it is massive. Four hundred 
pages are then devoted to general chemical 
tables, followed by six hundred relating to 
physics. For the sound engineer, the tables 
of sound absorption are alone worth the price 
of the book, for many items are included 
which do not appear in the more commonly 
available tables. Conversion tables, wire 
tables, even decibel tables are a feature of 
the last section, making a one-vyolume hand- 
book of inestimable value to the engineer in 
any field. 


CONVENTION HIGHLIGHTS 


HE AFTERNOON SESSION on Thursday, 

April 7, at the convention of the Nation- 

al Association of Broadcasters, held at 
the Stevens Hotel in Chicago, offered a num- 
ber of papers of considerable interest to the 
audio personnel throughout the industry. 
The first paper was presented by Frank H. 
McIntosh, consulting engineer and inventor, 
on the subject “Audio Measurements for 
AM, FM, and TV.” 

Recents tests have shown that the major- 
ity of people are able to detect distortions 
as low as one-half of one percent on A-B 
tests of pure tones, which is somewhat lower 
than is generally supposed. Phase and inter- 
modulation distortion are recognized as im- 
portant, but another type—impulse distor- 
tion—is not so familiar to the engineer. Im- 
pulse distortion is that which results from 
steep wave fronts such as occur in speech 
and music under certain conditions. Although 
impulse distortion is troublesome over only 


MR. PAUL THOMPSON, 
Chief Engineer 


MR. BENNO VON MAYRHAUSER, 
Mechanical Engineer 


type ete ses 


& 
MR. DAVE ROSS, 
Microphone Engineer 


lictop 


ONE OF THESE TURNER 
ENGINEERS CAN GIVE 
YOU A SOUND ANSWER 


Sound engineering means sound per- 
formance. That's why you can always 
count on Turner Microphones for maxi- 
mum satisfaction and dependability. 
Turner engineers specialize in micro- 


phone design and application. They are 
constantly testing new ideas and search- 


ing for improvements. When you specify 
Turner you are assured of the very latest 
proved development in whatever type 
microphone you select. 

Regardless of your microphone prob- 
lems, the combined experience of Turner 4 
engineers is yours for the asking. No 
obligation, of course. Please address all 
inquiries to The Turner Company for 
prompt attention. 


BY TURNER 


THE TURNER COMPANY 
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929 17th STREET N. E. @ CEDAR RAPIDS, IOWA 
TURN TO TURNER FOR SOUND PERFORMANCE 


Licensea under U. S. patents of the American Telephone and Telegraph Company, 
and Western Electric Company, Incorporated. Crystals licensed under patents of 


the Brush Development Company 


REK-O-KUT 


THE FINEST IN MICRO-GROOVE PLAYBACK EQUIPMENT 


Q. How do you get perfect micro-groove 
record reproduction? 


A. By using a smooth, rumble free, wow- 
free turntable. 


Q. Who makes the best turntable 7 
A. REK-O-KUT—as attested by leading 


audio engineers. 


Q@. Can you operate any REK-O-KUT 
turntable at 45 rpm? Model 
A. Yes—by acquiring a 45 rpm idler for 
models G-2, T-12, T-12H. T-12 


MULTI-SPEED 12" TURNTABLES 


LP SERIES MODEL T-12H MODEL T-12 

1. Noise Level: —30 db 1. Noise Level: —50 db 1. Noise Level: —40 db 
2. Motor: 4 pole, induction 2. Motor: Hysteresis sync. } 2. Motor 4 pole induction 
3. Turntable: Cast aluminum, shock mounted 3. Same mechanical construc- 

lathe turned 8. Turntable: Aluminum cast- tion_as Model T-12H 
4. Shafts: Idlers and turntable ing, lathe turned 

shafts hardened and ground! 4. Chassis: Aluminum casting 
MODEL SPEED NET MODEL SPEED NET 
LP-12 78—83-1 /3 $39.95 T-12H 78—33-1/3 $109.50 
LP-35 45—83-1/3 39.95 T-12 78—33-1 /3 79.50 
LP-47 78—45 39.95 T-103A—45 rpm idler plus adapter 6.00 


REK-O-KUT Company. Inc. 


38-0! QUEENS BLVD., LONG ISLAND CITY 1, N. Y. 


PROCTOR SOUNDEX PICKUP ARM 


DO YOUR PROGRAMS NEED A PICKUP? 
GET A PROCTOR SOUNDEX 


Only Proctor Soundex permits instant exchange of any standard make 
or type pickup cartridge 


The Proctor Soundex Pickup System is designed to simplify and in- 


tegrate the use of the many new types of pickup cartridges required 
with standard and microgroove records 


~_ 
ee pave yee CARTRIDGE CARRI- NEW SELF CONTAINED SCALE 
-.- 10ad your own cartridges in Proc- i i ; Das 
tor Soundex Carriers... have your whole enemas | hapipate taeh ced 8 
selection ready for instant use... quick stylus pressure in grams to permit 
and easy removal of carrier permits fre- optimum compliance of all cartridges 
quent inspection, simple maintenance, ++ +. Saves record wear ... assures 


speedy substitution of cartridges Proper response and tracking 


write for bulletin and prices 


WATCH FOR NEW MULTI-SPEED TURNTABLE 


PROCTOR SOUNDEX CORP., 133 N. Gth Ave., Mt. Vernon, N.Y. 


Telephone: Mount Vernon 7-1126 


a short period of time, it is still perceptible, 
and should be held to a minimum. 

Measurement methods are generally fam- 
iliar to the engineer, but the requirements 
of the FCC with regard to the measurement 
of overall transmitter distortion indicate that 
distortions anywhere in the system from mi- 
crophone to antenna output should be con- 
sidered. In a sharply tuned system, however, 
distortion and percentage modulation may 
be different in the transmitted signal from 
that measured at the transmitter itself. If 
measurements are made off the air, they 
should be made in a specific area—prefer- 
ably in the major lobe—since distortions 
may be present in the nulls which are not 
truly indicative of actual conditions. 

While gain-frequency measurements on 
AM transmitters need be made only up to 
7500 cps, it is pointed out that these same 
measurements must extend to 15,000 cps on 
FM and TV transmitters. In the latter case, 
deviation from the specified 75 msec pre- 
emphasis should not be greater than 3 db 
over the range from 100 to 7500 cps, with 
somewhat greater leeway permitted above 
and below these limits. 

Mr. McIntosh brought out one interesting 
point which will come as as surprise to many. 
It is generally accepted that a clearance be- 
tween a sine-wave level as indicated on a 
yu meter and the actual 100-per cent modu- 
lation level is 10 db, and that on normal 
program material,.a channel so set up will 
not normally run into overmodulation. To 
be. perfectly safe, according to McIntosh, 
this clearance. should be increased to 16 db, 
a difference of 100 per cent. While this is of 
importance in broadcasting, it should also be 
considered in other applications involving 
amplification and reproduction to make sure 
of avoiding undesirable distortion at peak 
levels. 


® Dr. S. J. Begun, vice-president and chief 
engineer of the Brush Development Com- 
pany, pointed out that there are both ad- 
vantages and disadvantages to magnetic tape 
recording as applied to broadcasting practice, 
but that the advantages considerably over- 
shadow the limitations, and the final evalua- 
tion of magnetic tape recording depends 
largely upon the application. Among the ad- 
vantages of tape are its easy erasability, its 
superior signal-to-noise ratio, its permanence 
and repeatability, the convenience of making 
recordings over extended periods of time, its 
ease of operation without technical skill on 
the operator’s part, and the facility with 
which it can be cut and spliced. 

On the debit side are the cost of the tape 
itself, the difficulty of making copies, and 
the difficulty of maintaining exact time re- 
lations on playback. However, for most 
broadcasting uses, the recorded material is 
not needed for extended periods, since it is 
generally used within hours or days of its 
original recording, and after use, the tape 
may be erased and used again, which more 
than compensates for increased cost of the 
recording medium. 


Magnetic recording is at least equal to— 
if not better than—other methods of record- 
ing in signal-to-noise ratio, frequency re- 
sponse, and distortion. Careful design and 
maintenance will suffice to hold the signal- 
to-noise ratio to a desired minimum, and at- 
tention to bias and erase current waveform 


-and amplitude will ensure low distortion. 
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With respect to flutter and wow, any high 
quality recording system can be held to ac- 
ceptable limits. 

The proposed standards for magnetic tape 
recording are based on three requirements 
—high fidelity systems need a tape speed of 
1S in./sec, which will permit a frequency 
response up to 15,000 cps under good con- 
ditions. The secondary standard calls for a 
tape speed of 7.5 in./sec, which gives a 
somewhat reduced high-frequency response. 
A supplementary standa-d of 30 in./sec is 
provided for use wherever special require- 
ments make such an increase in speed de- 
sirable. All of these speeds are in general 
use, with the 15-in./sec speed being in most 
common use for high quality applications. 
The 7.5-in./sec speed is acceptable for home 
use, and for those applications where extend- 
ed frequency range is not required. 


@ In New York on the same afternoon at 
the convention of the Society of Motion Pic- 
ture Engineers, John A. Maurer, president 
of J. A. Maurer, Inc., evaluated the perform- 
ance of presently available reproducing 
equipment in the 16-mm motion picture field, 
particularly in relation to the needs of the 
television industry. He demonstrated, with 
film, both recordings for optimum perform- 
ance on reproducing equipment of limited 
frequency and dynamic range and record- 
ings for wide-range reproduction. 

The latter part of the afternoon session 
was deyoted to a roundtable discussion of 
16-mm sound recording and reproducing 
characteristics, being presided over by R. T. 
Van Niman, chief engineer of Motiograph, 
Inc. The leaders of the discussion included 
J. E. Aiken, E. A. Bertram, E. W. D’Arcy, 
R. O. Drew, J. G. Frayne, J. K. Hilliard, 
George Lewin, J. A. Maurer, F. V. Papalia, 
and Otto Sandvik. 


PROBLEMS IN AUDIO 


[from page 28] 
J. Acous. Soc. Am., 20, 727-748 
(Noy. 1948) 
Stevens, S. Smith, and Davis Hallowell. 
John Wiley & Sons. 1938 
HEARING AND DEAFNESS, pp. 50-66 
Davis. Hallowell; Murray Hill Books, 


Inc. 1947 
SprecH AND Hearine, pp. 111-131 
Fletcher, Harvey; D. Van Nostrand Co., 


Inc. 1929 


NEW PRODUCTS 


[from page 28] 

cps at the 5-inch diameter, tapering out to 
flat at the 12-inch diameter, and with no 
equalization beyond. The equalizer may be 
used for either “out-in” or “in-out” record- 
ing. 
® One of the weak points in a high quality 
residence reproduction system is too often 
the phonograph turntable. Not that there 
are not any good ones available, but that 
they are not used in as many installations 
as they should be. The use of such a turn- 
table invariably requires some compromise 
—pbut the quality-conscious listener will 
usually chose the good turntable in prefer- 
ence to the convenience of a changer. 

To the too-few list of good turntables is 
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ECONOMY 
THROUGH 
VERSATILITY. . 


CINEMA 


100 SERIES 
UNITIZED 
AMPLIFIERS 


PHOTO SHOWS 
TYPE 101-A PREAMPLIFIERS 
IN RACK MOUNTING FRAME. 


Send for illustrated 4 page bulletin 
describing complete line of amplifiers. 


The 100 Series consists of a complete range of units from preamplifiers to 40 watt 
recording amplifier and associated power supplies. The series is designed to furnish 
high-fidelity, moderately-priced audio channels for broadcast and recording studios. 

The standardized method of mounting the chassis permits extreme flexibility and 
facilitates future expansion and modification of rack layouts. 

You may obtain any type of channel required by selecting the proper chassis 
“units’’ and mounting them on the rack-mounting frames provided. (see photo) 

All input and output circuits are suitable for both balanced and unbalanced lines. 

Reliable circuits and careful choice of high-grade components make this amplifier 
series especially suitable for services which demand consistent performance and 


reliability. C N 5 M A 


ENGINEERING COMPANY 
1510 W. Verdugo Ave. Burbank, Calif. 
Cable Address; CINENG BURBANK 


Introducing 
MODEL B-201 LOUDSPEAKER 


A two way direct radiator system 


THE ONE ABOVE 
ALL PAL caer 
I i 


Full and Natural Bass 
Freedom from Resonances 
Clarity of Reproduction 
Naturalness of Highs 


SPECIFICATIONS: 


@ Response 40-13,000 cycles 
@ Input Power |2 watts 
-@ Impedance 8 Ohms 
@ Cabinet—32" diam. 
Hemisphere 


R. T BOZAK 


90 Montrose Ave. Buffalo 14, N. Y. 
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PROFESSIONAL 
DIRECTORY 


C.J. LeBet 


AUDIO CONSULTANT 
370 RIVERSIDE ORIVE 
NEW YORK 25, N. Y. d 


a 


PRODUCT DESIGN INSTRUMENTATION 
PSYCHO ACOUSTICS » SOUND RECORDING ; 
-ELECTROMEDICAL - SUBMINIATURE AUDIO™ 


Winston Wells 


Designer and Consultant 


Acoustical, Electronic and Nuclear 
Research 


307 East 44th. St. MU 43487 
New York 17. N. Y. 


Custom-Built Equipment 


U. S. Recording Co. 


1121 Vermont Ave., Washington 5, D. C. 
STerling 3626 


Consultation * Design ¢ Fabrication 


Audio Research Associates 


608 Fifth Avenue 
New York 20, N. Y. 


RATES FOR 
PROFESSIONAL CARDS 


IN THIS DIRECTORY 


e 
$10 Per Month. 
Orders Are Accepted 
for 12 Insertions Only 


DIRECTOR OF 
ENGINEERING SALES: 


Now employed, seeks position with 
firm whose production ability can 
match his proven sales volume. Very 
well acquainted in the industry. Ex- 
ceptionally fine references. Free to 
locate, prefer Metropolitan New 
York area, Box No. 127, Audio En- 


gineering. 


———— eee 
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now added the Presto type “15” twelve- 
inch unit, which is styled primarily for the 
quality conscious and the semi-profession- 
al user, and—probably more important— 
priced for this class of user. Further in- 
formation is available from Presto Record- 
ing Corporation, P.O. 500, Hackensack, N.J. 

The same company also offers a new re- 
producer arm, available in two types—153- 
M for microgroove recordings, and 153-R 
for standard recordings. These arms are de- 
signed for use with interchangeable heads 
which accommodate Pickering cartridges. 


Thus with one arm and two heads, the user 
can be assured of optimum results with 
either type of record. The compensator 
furnished with the reproducer provides a 
modified roll-off, an NAB rolloff, and a 
cutoff, all in addition to a flat response 
position. 

e Patch cords, twin plugs, and replace- 
ment cords for broadcast work are often 
difficult to obtain. Bulletin R-7 is being dis- 
tributed by Trimm, Inc, Libertyville, Il. 
to describe this new line of apparatus. 
Screw-machine parts ensure a uniform 
product, and all of this equipment is of a 
quality suitable for continuous broadcast 
use. 

@ The new Model 425 shock-proof desk 
stand is described, along with a number of 
new Electro-Voice ultra-wide-range dynamic 
microphones suitable for the most exacting 
FM and AM broadcast service. This in- 
formation is contained in bulletin No. 144, 
obtainable from Electro-Voice, Inc., Buch- 
anan, Mich. 

@ Reader Charles L. Benson calls our 
attention to an announcement by Sylvania 
that the 6A5G, heater-cathode type of tri- 
ode similar to 2A3, 6A3, and 6B4G, is again 
on the jobbers’ shelves. Manufacture of 
this type was discontinued during the war 
under a WPB order. Use of this tube in 
medium-power amplifiers should aid in the 
elimination of hum from the output stage, 
often so troublesome with 2A3’s or 6B4G’s, 
and we predict a minor rush to change to 
the cathode type. 

e@ The electrolytic capacitor seems to be 
firmly established for radio applications. 
But many users are unfamiliar with what 
appears to be a jumble of capacitance 
values, working voltages, and can sizes. 
Strangely, all of these factors are related in 
a very definite and predictable manner, as 
described in a new Engineering Data Folder 
just published by P. R. Mallory & Co., 3029 
E. Washington St., Indianapolis 6, Ind. It 
seems that each capacitance/voltage value 
has what is called a size factor, which is an 
indication in arbitrary units of the cubic 
content of such a capacitance. Similarly, 
each container has a size factor figure, and 
the latter must be greater than the SF of 
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BETTER COMPONENTS BUILD 
BETTER REPUTATIONS 


srcery ELMenco 


No product is better than its weakest com- 
ponent. That’s why more and more manu- 
facturers specify El-Menco — the mica capacitor 
that always gives customer satisfaction and 
builds better reputations. 
CM 15 (%2” x 14” x 346” : 
For Radio, Television, Other Electronic 
Applications 
2 to 420 mmf. capacity at 500 VDCw 
2 to 525 mmf. capacity at 300 VDCw 
Temp. Co-efficient +50 parts per million 
per degree C for most capacity values. 
6-dot standard color coded. 
CM 20. Available in ‘A’, ‘‘B’, “C’’ and 


D’’ characteristics ; 
2 to 1500 mmf. intolerances_ down to 
+1%* or .5 mmf, at 500 D.C. working 
yoltage 5 ; 
6-dot color coded *Whichever is greater 
CMe 35 tAvatlabledin etAviu Bae Cue) 
and ‘‘E’’ characteristics 
Minimum tolerance 1% 
500 D.C. working voltage 
6-dot color coded 


ARCO ELECTRONICS 
Sole agent for jobbers and distributors 
in U. S$. and Canada. 
135 Liberty St., New York, N. Y. 


Write, on firm letterhead, 
for samples and catalog. 


THE ELECTRO MOTIVE MFG. CO., INC. 


Willimantic 


~ MEASURE ALL 


3/ 


Connecticut 


%& FLUTTER 
* wow 
%& DRIFT 


New, Sensitive 


FLUTTER METER 


First Aid for the sound engineer, — the 
ACA Flutter Meter! Accurate, sensitive in- 
strument designed for rapid visual indication 
of flutter, wow, and drift content of discs 
(all speeds), sound film mechanisms, film 
recorders, and magnetic wire and tape. re- 
corders. 


Three distinct and simultaneous readings 
may be made of flutter, wow, and drift. 
Large, sensitive 4'' meter has three scales: 
0.3%, 1.0%, and 3.0%, calibrated for flutter, 
wow, and drift readings. Accuracy within 
2% of full scale value, independent of wave- 
form, amplitude variation, hum, noise, etc. 


Flutter Meter complies with tentative 
standards set by Society of Motion Picture 
Engineers. Recommended for schools, labs, 
broadcast stations, recording equipment 
manufacturers, and studios. ; 


- WRITE FOR COMPLETE DESCRIPTION: 


Amp.irier Corp. or AMERICA 
398-4 Broadway @ New York 13, N. Y. 


all sections to be placed in it. Perfectly 
simple if you know the secret, which is re- 
vealed completely in this folder, along with 
data on surge voltage, temperature range, 
and other pertinent characteristics of these 
capacitors. 

e Eighty-eight pages of useful informa- 
tion about speakers have recently made 
their appearance in a booklet entitled 
“Loudspeakers—The Why and How of 
Good Reproduction,” authored by G. A. 
Briggs and published by Wharfedale Wire- 
less Works, Bradford. Yorks., England. It 
is an interesting compilation of basic data 
on speakers and deserves reading, particu- 
larly by newcomers in the field. It is obtain- 
able from most jobbers. 


@ Matching low-impedance sources, 50 
to 600 ohms, to most PA amplifiers entails 
the use of some form of transformer, yet 
in many instances it may not be convenient 
to make a permanent mounting to accom- 
modate temporary uses, or even for those 
applications that are likely to be in use for 
a long time. United Transformer Corpora- 
tion, 150 Varick Street, New York 13, N.Y. 
has just the device, type MA-1 adapter, to 


cure this problem. It consists of a tiny 
transformer assembled with a standard jack 
for the low-impedance primary and a stand- 
ard telephone plug for the grid winding, 
permitting immediate conversion of an 
amplifier for low-impedance sources. Re- 
sponse covers 50 to 10,000 cps, and special 
design reduces stray pickup to a minimum. 
@ Most subminiature battery-type tubes 
introduced to date have had the disadyan- 
tage of low mutual conductance, and the 
performance obtainable with them is con- 
siderably below that of conventional cath- 
ode types. The new type 1AD4, made by 
Raytheon Manufacturing Company, New- 
ton, Mass. has a nominal Gm of 2,000 mi- 
micromhos at a 45-volt plate and screen 


supply. Filament rating is 1.25 volts, 100 
ma, and a sprayed shield coating makes it 
usable for r-f applications. The tube is a 
sharp-cutoff pentode, and was developed 
for the Thermionics Branch of the Evans 
Signal Laboratory. 

@ Business is apparently good with, James 
B. Lansing Sound, Inc. which has had to 
move into larger shop space and provide 
complete technical and laboratory research 
facilities at 7801 Hayvenhurst. Aves Van 
Nays, California. The entire line‘ 


Lansing Signature Speakers are’ new avail: ‘ 


able for immediate delivery, and a’ “descrip- 
tive catalog of these quality procs will 
be sent to anyone requesting ah 


gives you Eitawe 


ALTEC 


LANSING 


400B 
DIA-CONE 
8” 


Wherever highest quality sound reproduc- 
tion is essential, the Altec Lansing speaker 
line is inevitably first choice. 


604B DUPLEX—Industry’s first choice for 
professional monitoring, meeting all re- 
quirements for a full, two-way speaker 
unsurpassed by any unit at any price. 


603B MULTICELL DIA-CONE —A 15-inch 
speaker which meets the need for an eco- 
nomical, high quality speaker having the 
advantages of a two-way multicellular 
speaker system. Ideally suited for wide 
angle public address coverage. 


1161 North Vine St., Hollywood 38, Calif. 
161 Sixth Ave., New York 13, N. Y. 


604B DUPLEX 
AND NETWORK 


600B 603B 
DIA-CONE DIA-CONE 
12” 15” 


600B DIA-CONE—A highly efficient, 12- 
inch low cost unit meeting the need for 
faithful reproduction of sound from 
radios and music systems. 

400B DIA-CONE—An outstanding 8-inch 
speaker with exceptionally high quality, 
high efficiency and high power. 
Compare these with any other speakers 
on the market. 


write for 
illustrated 
brochure 


Range: 111 db. in 0.2 
steps. 

Frequency resp.: 0.1 db., 
from 0 to 20 kc. 

Accuracy: 0.1 db. 

Impedance, load sec- 


tion: 4, 8, 16, 50, 
150, 200, 500, & 
600 ohms. 


Impedance, transm. 
set.: 50, 150, 200, 
500 & 600 ohms. 

Reference level: Imw. 
into 600 ohms. 

Circuit: ‘‘T’’, 
unbalanced. 

Attenuators: 10x10, 
10x1 & 5x0.2 db. 

Load carr. cap.: 
Transm, sect. 1 w. 
Load section 10 w. 


istics. 


TYPE 12AT & TYPE 12ATK (KIT) 


TRANSMISSION MEASURING SET 


A precision Gain Set with specially developed 
wiring that permits no troublesome leakage 
and provides improved frequency character- 
Available completely assembled, or 
in kit form—which permits the sale of a high 
accuracy instrument at a low price. 


WRITE FOR DESCRIPTIVE BULLETIN 


Manufacturers of Precision Electrical Resistance Instruments 


PALISADES PARK, 
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AMPERITE 


Studio Microphones 
at P.A. Prices 


Ideal for 
BROADCASTING 
RECORDING 
PUBLIC ADDRESS 


“The ultimate in micro- 
phone quality,” says 
Evan Rushing, sound 
engineer of the Hotel 
New Yorker. 

@ Shout right into the 
new Amperite Micro- 
phone—or stand 2 feet 
oway—reproduction is 
always perfect. 

e Not affected by 
any climatic conditions. 
@ Guaranteed to with- 
stand severe “knocking 
around.” 


ii 
Models 
RBLG—200 ohms 
RBHG—Hi-imp. 

List $42.00 


“Kontak” Mikes 
Model SKH, list $12.00 
Model KKH, list $18.00 


fer, 
i ’ al Introductory O 
Special Weiie For Sp oe died folder. 


Offer: and 4-page illu 


AMPERITE @mpany inc. 
561 BROADWAY e NEW YORK 12.N. Y. 


Canada: Atlas Radio Corp., Ltd., 560 King St. W., Toronto 


HARTLEY-TURNER 
High - Fidelity Service 


The enormous interest created by our first 
few advertisements convinces us that we 
ean make a positive contribution to the 
American way of living. In Britain as in 
the United States there is a discriminating 
section of the public which dislikes distor- 
tion in sound reproduction as much as it 
dislikes mass-produced mediocrity. 


We are individualists catering for individual- 
ists, and our twenty years’ experience of 
high-fidelity reproduction is now at your 
service at a ridiculously low cost. The Hart- 
ley-Turner 215 Speaker comes to you car- 
riage and insurance paid at $39.50 (15% 
U.S. import duty) and for a dollar bill we 
will send you ‘New Notes in Radio’’ a com- 
plete pocket guide to high-fidelity, and fol- 
low it up with a regular data sheet service. 


Descriptive literature is free for the asking. 


Many correspondents have written to say 
how much they like our sane and reasoned 
technical arguments. We are glad to have 
this confirmation of our belief that a good 
product needs nothing more than a precise 
and accurate statement of how it was de- 
signed and how it performs. There is no 
distortion in the Hartley-Turner Speaker, 
and there is none in our literature. 


A limited number of dealerships is 

offered to engineers whose main interest 

coincides with ours. Please write and 
ask for our co-operation. 


H. A. HARTLEY Co., Ltd. 


152 HAMMERSMITH ROAD, 
LONDON, W. 6, ENGLAND 
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8 WIRE SHIELDED CABLE 


Two No. 16, Six No. 20 tinned, stranded, 
copper, rubber insulated, coded leads. Water- 
proof rubber jacket. Tinned copper armor 
shield overall. New material—No. AES. 
Lengths to 400 ft. Price 10c /ft., $90/Mft., 
$700/10Mft.. FOB Chieago warehouse. 

Trans-World Radio-Television Corp. 
6639 Aberdesx St. Chieage 31, IL 
Phenes: AUstin 7-4538 ENglewoed 46-4454 


HERE IT IS!... 


... THE NEW BROOK 
10 WATT AMPLIFIER 


Yes, this is it—a genuine Brook High 
Quality Amplifier in the moderate price 
field. An amplifier of incomparable per- 
formance equalling Brook 30-watt 
models in all respects. 


Use of triodes in all stages—together 
with Brook-designed transformers, permits 
cleanest amplification ever achieved. Dis- 
tortion is reduced to the vanishing point. 


No matter how discriminating you are, 
this new Brook All-Triode Amplifier will 
surpass your most exacting expectations. 
Hear this finest of amplifiers at your 
dealer’s NOW! 


Write TODAY For Free Copy of Technical 
Bulletin and Detailed Distortion Analysis 


BROOK ELECTRONICS, Inc. 


Dept. AE-9, 34 DeHart Place 
Elizabeth 2, New Jersey 


SQUARE WAVE GENERATOR 


Model 71. Frequency Range: Contin- 
uously variable from 5 to 100,000 
cycles. Wave Shape: Rise time less than 
0.2 microseconds. Output Voltage: 75, 
50, 25, 15, 10, 5 peak volts fixed; 
0-2.5 volts continuously variable. 


MEASUREMENTS 
CORPORATION 


BOONTON NEW JERSEY 
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